
28.5V DC TIER 4 FINAL
DIESEL GROUND POWER UNIT

Tronair remains ahead of the curve with the latest Tier 4 Final emissions compliant 
diesel Ground Power Unit. This GPU is designed to serve as a 28.5 volt DC power 
source for parked aircraft providing up to 600 amps continuous for aircraft servicing 
and 2,000 amps peak for starting. The Doosan diesel engine has electronic controls 
for more precise control over engine performance. This Tronair GPU requires no 
diesel particulate filter or DEF fluid, reducing maintenance interval requirements and 
improving fuel economy.

A Current Limit (Soft Start) feature allows a user to select current limits for operations 
requiring current below the maximum output. A large Digital Display and Diagnostics 
module (DDD) allows a user to monitor engine parameters in addition to fault codes.  
A powerful 38 kW six phase alternator, rectifier and ripple filter combine for ultra-low 
DC output ripple. A cable head voltage sensing and output voltage drop compensation 
system ensures full power is provided to the aircraft. A large 35-gallon fuel tank allows 
for 26 or more hours of run time at the rated load.

Tronair has been a leading ground support equipment manufacturer since 1971.  
Extensive engineering capabilities and customer collaboration drive innovative 
solutions that support safe and efficient aircraft ground operations and maintenance. 
Designed and manufactured in the United States, Tronair’s GPU product line is backed 
by factory direct service and a worldwide support network.

The Most Trusted Name in GSE

TRONAIR, INC.
1 Air Cargo Parkway East
Swanton, OH 43558
800-671-0431
tronair.com

ENGINE FEATURES
• Tier 4 Final engine

• 3 year engine warranty

• Digital display and diagnostics module

• LOP/HET protection

•	 RLC ripple filter 
Fuel/water separator

• Low fuel warning system

• No fuel shutdown system

Combat Cold Weather

• 12 volt control and starting circuitry for
easy starting

• Automated glow plug control

• 120 V Block Heater

• Insulated engine enclosure for cold
weather starting and sound dampening

ALTERNATOR & DC VOLT CONTROL
• 38 kW six-phase alternator

• Cable head voltage sensing and drop
compensation

• Aircraft cable head interlock circuit

• 30 foot output cable

• CE, MIL-STD_704 and ISO 6858
compliant wiring
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TIER 4 FINAL GROUND POWER UNIT

MODEL 11-2820-0000

Weight (Dry) 3,000 lbs (1361 kg)

Width 66.24 in (168 cm)

Height 74.4 in (189 cm) with stack light

Length 101.8 in (258 cm) with tongue upright

Output Cable 30 ft (9.14 m)

Finish Powder coated and corrosion resistant

Frame Trailer mount with fifth wheel steering

Brake Front wheel scrub

Digital Display and 
Diagnostics Module Displays DC voltage, current limit, unit status, fuel level, engine parameters and warnings/errors

POWER TRAIN DIESEL**

Manufacturer Doosan Tier 4 Final

Model D24

Rated Output @ 1,800 rpm 68 hp (51 kW)

Cylinders - Displacement 4 Cylinder (2.4 L)

Fuel Tank 35 gal (132.5 L)

Lubricating Oil w/ Filter 2.4 gal (9.2 L)

Coolant 2 gal (7.6 L)

DEF Fluid 3.43 gal (13 L)

Peak Output (Adjustable) 2,000 amp, 600 continuous

Electrical System 12v, Negative Ground

Battery 1,000 CCA, maintenance free

Alternator Magna Plus 361PSL3161

Output Voltage 21v AC, 6 Phase

Output Power 38 kW

Frequency 60 Hz

Excitation Externally Regulated 66v DC

Single Bearing Maintenance free, sealed, pre-lubricated

Lights Corner and stack light

SOLD & SERVICED BY:

rev 2.28.24


