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1175-1100 (3046-35)

TRON 4 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

30 Ton Single Stage Jack

This product can not be modified without the written approval of Tronair, Inc. Any modifications done without written approval
voids all warranties and releases Tronair, Inc., it suppliers, distributors, employees, or financial institutions from any liability
from consequences that may occur. Only Tronair OEM replacement parts shall be used.
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PRODUCT INFORMATION
DESCRIPTION
30 Ton (27 Metric Ton) Tripod Jack

MODEL & SERIAL NUMBER
Reference nameplate on unit

MANUFACTURER
TRONAIR, Inc. /ColumbusJack/Regent Telephone: (419) 866-6301 or 800-426-6301
1 Air Cargo Pkwy East Fax: (419) 867-0634
Swanton, Ohio 43558 USA E-mail: sales@tronair.com
Website: www.tronair.com
USAGE

The device is intended to lift an aircraft by its fuselage and/or main wing with other hydraulic jacks arranged by
position and quantity to provide proper balance, and in conjunction with the correct jack pad, whose maximum load
on any one jack does not exceed the rated capacity of the jack.

The jacks are not intended for metal forming, metal working, or any purpose other than that stated above.

SPECIFICATIONS

(07T 1011 VR 30 Ton (27 Metric Ton)
Minimum Height ...........cccooeennns 46in (116.8 cm)
Hydraulic Extension..................... 27 in (68.6 cm)

Mechanical Extension ................. 16.5in (41.9 cm)
Maximum Height ..........ccccceeeenee 89.5in (227.3 cm)
Estimated Weight.............cceeenee 420 Ibs (190.5 kg) 02-7844C0111
435 Ibs (197.3 kg) 02A7844C0111
444 Ibs (201.4 kg) 02A7844C0150, 1175-1100 (3046-35)
Relief Valve Pressure.................. 4000 psi (276 bar)
Reservoir Capacity...........ccceeee.... 3.4 gal (12.91)
Noise level is 64 dB(A) at a distance of 120 in (3048 mm) at an inlet pressure of 100 psi (6.9 bar)
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TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)

30 Ton Single Stage Jack

2.0 SAFETY INFORMATION
21 USAGE AND SAFETY INFORMATION
To insure safe operations please read the following statements and understand their meaning. Also refer to your
equi pment manufacturerés manual for other important safet

which are explained below. Please read carefully.

WARNING! 8 Warning is used to indicate the presence of a hazard that can cause severe personal injury,
death, or substantial property damage if the warning notice is ignored.

CAUTION! & Caution is used to indicate the presence of a hazard that will or can cause minor personal injury
or property damage if the caution notice is ignored.

PRODUCT SAFETY
Make sure all personnel involved with this jack read and understand these instructions before using.

2.2
CAUTION!
A Do Not Exceed 5 miles per hour when towing jack.

WARNING!

Each jack is operated independently and aircraft must be raised evenly to provide stability. Failure to use
safe jacking practices may result in equipment damage and injury to personnel. Personnel not involved in
jacking the aircraft must remain clear of the immediate area. Other work should not be performed until
jacking is completed and aircraft is stabilized. Do not work under suspended loads unless required. Failure
to follow strict safety precautions may result in equipment damage and injury or death to personnel. When
jacking operations are completed and aircraft is stabilized, necessary personnel may complete required
maintenance actions under aircraft.

The jack is designed to lift only vertical loads with a maximum weight of 30 tons (60,000 pounds). Do not
use jack for lifts exceeding the weight or design limits. Failure to comply can result in injury or death to
personnel and/or severe damage to the jack and aircraft.

Casters will carry only weight of jack. Ensure casters compress under aircraft load to prevent injury to
personnel and equipment damage.

2.3 WARNING and DANGER SIGNS
See labels on unit

WARNING!
The ram locknuts are user operated safety devices. Failure to utilize these locknuts may result in personal
injury or death.

2.4 COMPONENT SAFETY FEATURES

1 Ram Locknut prevents lowering of the ram. The Ram Locknut must be lowered as the aircraft is being lifted.

1 Hold to Run Air Valve requires the operator to hold the air valve lever to raise the ram using the air pump.
Releasing the air valve lever stops upward movement of the ram.

1 Velocity Fuse prevents unexpected lowering of the ram in the event of hydraulic line failure.

25 FUNCTIONAL SAFETY FEATURES
Pressure Relief Valve prevents overload during raising operations.

2.6 FEATURES FOR OPERATOR SAFETY

 Hold to Run Air Valve
§ Cautions And Instruction Labels Located on Jack
 Ram Locknut

2.7 ENVIRONMENTAL SAFETY FEATURES
Jack is non-polluting. See Data Safety Sheet for the recommended hydraulic fluid (MIL-PRF-5606).

2.8 NECESSARY PERSONAL PROTECTIVE EQUIPMENT

CAUTION!
Always wear safety glasses.

10/2020 | Rev. 02 Page | 2



TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)
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30 Ton Single Stage Jack

SAFETY GUIDELINES
CAUTION!

Do not place hands on top of jack near ram locknuts while lowering jack. Pinch points exist between top of
jack and threads on ram.

1. Never put hands between the aircraft and the jack pad; as after aircraft has been lowered, struts may
have hung up.

2. Never align jack under aircraft by pounding on jack legs. Dented legs may lead to jack collapse.

3. Always lower ram locking nut(s) after jack is under load. Be sure ram nut(s) is seated fully after
jacking.

4. Always raise and lower jacks simultaneously so that aircraft remains level.

5. Always use atail or nose stand, as applicable, for additional stability.

WARNING!

The ram locknuts are user operated safety devices. Failure to utilize these locknuts may result in personal
injury or death.

CONDITIONS FOR SAFE USE

1 Usein a clean dry environment on a level surface.
1 Operate between -20° C and 50 C/-4 F and 122" F.

OPERATOR QUALIFICATIONS

This jack is intended to be used by the skilled and trained aircraft technician. The operator must be familiar with the
jacking procedures for the aircraft to be raised, and the operation of the jack.

Installation/Maintenance/Dismantling Qualifications: This jack is to be installed, maintained, and dismantled by
qualified technicians familiar with hydraulic systems.

ADDITIONAL SAFETY MEASURES

This jack must be used in accordance with this technical manual, and in accordance with the aircraft
manufacturer's jacking procedures.

IN CASE OF HYDRAULIC LINE FAILURE

The velocity fuse will prevent lowering of the ram. To reset the velocity fuse, repair the hydraulic line, then pump
the hand pump until the ram begins to rise. This will reset the velocity fuse, and the jack can be lowered.

TRAINING
TRAINING REQUIREMENTS

The employer of the operator is responsible for providing a training program sufficient for the safe operation of the
unit.

TRAINING PROGRAM

The employer provided operator training program should cover safety procedures concerning use of the unit in and
around the intended aircraft at the intended aircraft servicing location.

OPERATOR TRAINING
The operator training should provide the required training for safe operation of the unit.

NOTE: Maintenance and Trouble Shooting are to be performed by a skilled and trained technician.

10/2020 | Rev. 02 Page | 3



TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)
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30 Ton Single Stage Jack

ASSEMBLY

This product is shipped completely assembled and tested and requires no further assembly before operation. The
following sections apply when servicing the unit.

GENERAL INSTRUCTIONS

1. This product should be assembled and/or repaired using good workmanship practices and proper tools. Bolts
and elastic stopnuts should be tightened to a torque not to exceed industry standards for Grade '5' bolts. The
3/8-24 bolts should be tightened to 35 ft-lbs (47.5 N-m).

All replacement parts must be the same as or better than the original parts supplied.

Dispose of waste per federal and local laws and regulations.

No modifications are allowed that will adversely affect the jacks safety performance.

The pressure relief valve is not serviceable. It must be replaced as a unit.

arwDd

PRE-USE CHECKS

1. Refer to the Jack lllustrated Parts Breakdown to identify and ensure that all parts are present.
2. Generally check over unit to ensure the tightness of all nuts, bolts and fittings.
3. With rams completely collapsed, check hydraulic fluid level.

1 Replenish with MIL-PRF-5606 fluid as required.

1 FLUID LEVEL: 1.5in (38 mm) below vent.

Note: Refer to fluid manufacturer's Safety Data Sheet information and advisory for handling and disposal
of fluid.

PERSONNEL REQUIREMENTS
This jack is to be assembled by qualified technicians familiar with hydraulic systems.

INSPECTION AND TEST PROCEDURES

1. Ensure fluid level is within 1.5 in (38 mm) from reservoir vent cap.
2. Raise ram to full stroke, and check for leaks.
3. Ensure velocity fuse is attached to cylinder port, and not leaking.

INSTALLATION

Installation and commissioning requires connection of the hold to run air valve to an adequate air supply (air pump
equipped models only).

AIR SUPPLY REQUIREMENTS

1 25 psi(1.72 bar) Minimum
1 40 psi (2.75 bar) Recommended
T 125 psi (8.60 bar) Maximum

10/2020 | Rev. 02 Page | 4



TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)
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OPERATION

OPERATING PARAMETERS

1. The user shall work in accordance with the Operator Manual (included with unit documentation).

2. ltis not allowed to work under the raised load until it is secured by suitable means, i.e. Ram Locknut.

3. The employer of the operator shall provide for all necessary training and give information about pumping and
translating forces.

4. Operate between -20 C and 50 C/-4” F and 122" F.

NUMERICAL VALUES

CapaCity ..oovevvreeeeeieee e 30 Ton (27 Metric Ton)
Minimum Height ..............ccoccee. 46 in (116.8 cm)
Hydraulic Extension..................... 27 in (68.6 cm)

Mechanical Extension ................. 16.5in (41.9 cm)
Maximum Height .............cccceee.. 89.5in (227.3 cm)
Estimated Weight............cccooeee.... 420 Ibs (190.5 kg) 02-7844C0111
435 Ibs (197.3 kg) 02A7844C0111
444 Ibs (201.4 kg) 02A7844C0150, 1175-1100 (3046-35)
Relief Valve Pressure.................. 4000 psi (276 bar)
Reservoir Capacity............coeeeunee 3.4 gal (12.91)
Noise level is 64 dB(A) at a distance of 120 in (3048 mm) at an inlet pressure of 100 psi (6.9 bar)

OPERATOR CONTROLS

RAM LOCKNUT

msNUQL PUMP LEVER

RELIEF VALVE
DOWN

AIR VALVE
POWERED UP

OPERATING INSTRUCTIONS
The user should be familiar with the following statements prior to using the jack(s):

CAUTION!

1. NEever put hands between the aircraft and the jack pad; as after aircraft has been lowered, struts may
have hung up.

2. Never align jack under aircraft by pounding on jack legs. Dented legs may lead to jack collapse.

3. Arways lower ram locking nut(s) after jack is under load. Be sure ram nut(s) is seated fully after
jacking.

4. ALwAys raise and lower jacks simultaneously so that aircraft remains level.

5. ALwAys use atail or nose stand, as applicable, for additional stability.

10/2020 | Rev. 02 Page | 5
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1175-1100 (3046-35)
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30 Ton Single Stage Jack

Rules For Operating

1. The user shall work in accordance with the Operator Manual.

2. ltis not allowed to work under the raised load until it is secured by suitable means, i.e. Ram Locknut.

3. The employer of the operator shall provide for all necessary training and give information about pumping and
translating forces.

4. Operate between -20 C and 50 C/-4” F and 122 F.

Jack Instructions

To Raise Aircraft:

1. Place jack on a hard, level surface.

2. Raise mechanical extension as close to aircraft jack pad as possible.
3. Close pump release valve by turning clockwise.

Note: Turning the pump release valve counter-clockwise lowers the jack. Turning the pump release valve
clockwise stops the jackds descent, and allows it to be

4. Operate the pump using the handle, or by holding the lever on the air valve if equipped with an air pump.
5. Lower ram locknuts as aircratft is raised.

WARNING!

The ram locknuts are user operated safety devices. Failure to utilize these locknuts may result in personal
injury or death.

To Lower Aircraft:

1. Lower all jacks simultaneously.

2. If ram locking nut(s) is tight, raise jack slightly to release nut(s).

3. Loosen pump release valve slightly to slowly lower aircraft. Raise locking nut(s) as jack ram(s) lower.

Note: When using jack during washing operations, completely cover top of jack near ram seal.

CAUTION!

Do NoT place hands on top of jack near ram locknuts while lowering jack. Pinch points exist between top of
jack and threads on ram.

ALwWAYS wear safety glasses.

PACKAGING AND STORAGE
PACKAGING REQUIREMENTS
Jacks are to be packaged as required to prevent damage to legs or hydraulic equipment during shipment.

HANDLING
Jacks can be rolled by hand on its casters.

STRAPPING
Jacks can be strapped down by suitable means to prevent unwanted movement during shipment.

LABELING OF PACKAGING
Packaging should be labeled DO NOT DROP.

STORAGE ENVIRONMENT

1 Suitable for outdoor storage by using a full coverage waterproof tarp or canvas.
9  Store jacks between -20 C and +50 C/-4 F and 122" F. Always store jack with ram all the way down.

STORAGE SPACE AND HANDLING FACILITIES

Minimum Height .............cccoeee. 46 in (116.8 cm)
Hydraulic Extension..................... 27 in (68.6 cm)
Mechanical Extension ................. 16.51in (41.9 cm)

Maximum Height 89.5in (227.3 cm)
Estimated Weight.............cceeeenee 420 Ibs (190.5 kg) 02-7844C0111
435 Ibs (197.3 kg) 02A7844C0111
444 |bs (201.4 kg) 02A7844C0150, 1175-1100 (3046-35)

10/2020 | Rev. 02 Page | 6



TRONA[R®

8.0 TRANSPORTATION

Lifting can be accomplished by crane and strap thru top of tripod, or by fork truck under lower tripod support.
Approximate weight equals 500 Ibs (2.2 kN)

9.0 TROUBLE SHOOTING

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

1175-1100 (3046-35)
30 Ton Single Stage Jack

TROUBLE

PROBABLE CAUSE

ACTION

Fluid leakage at pump
piston or pump body

Damaged backup ring, o-ring, piston or
pump body

Remove piston and pump body. Inspect for
damage. Replace defective part(s). Replace
removed o-ring and backup ring

External fluid leakage at
rams

Damaged o-ring, backup ring or inner
cylinder wall

Remove rams as a unit from cylinder. Inspect
parts. Replace o-ring and defective part(s)

Jack fails to lift rated load

Release valve not closed properly

Fully tighten release valve

Low fluid level

Fill to correct fluid level

Pressure relief valve improperly adjusted

Adjust or replace release valve

Leakage at inlet or outlet check ball

Inspect valve body for wear or replace valve
body and check balls

Vent screw closed

Open vent screw

Rams will not support
load after manual or
pneumatic pump up

Leaking ram o-ring seals

Check for external leakage, if present replace
defective seal and back up ring

Leaking pressure check valve

Inspect valve body for wear or replace valve
body and check balls

Leaking pressure relief valve

Remove release valve, inspect ball and ball
seat in pump block. Replace effective part(s)

Rams raise and fall with
each manual pump stroke

Release valve open

Fully tighten release valve

Inlet check valve not seated or sticking

Pump rapidly to dislodge or replace valve body

Pressure check valve not seated or sticking

Pump rapidly to dislodge or replace valve body

Jack fails to lower

Ram locknut not loosened

Raise jack ¥4 inch and release locknut

Vent screw closed

Open vent screw

O-Ring (pinched or rolled)

Replace o-ring and back-up ring, clean up
cylinder wall of debris

10/2020 | Rev. 02
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TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)
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30 Ton Single Stage Jack

MAINTENANCE
GENERAL

1 All maintenance and/or repair work should be done using good workmanship practices and proper tools.

 The work area should be clean and free of dirt.

1 When O-rings and backup rings are removed, every effort should be made to avoid the contact of tools with
the critical surfaces of parts. Surface deformities could cause degradation of seals and failure.

9 Itis good practice to replace both O-rings and back-up rings once removed. Cut and damaged O-rings
normally result in fluid leakage.

1 If cylinder bore is found to be rusty, it may be honed to a maximum diameter of 4.506 inches (114.45 mm) and
a surface finish of 16 micro inches. If pitting in the bore cannot be removed by this process, the jack cylinder
must be replaced before the jack can be returned to service.

1 At this time, flush old hydraulic fluid and dirt from overall system and replenish with new, clean hydraulic fluid.

1 When refilling the hydraulic system the characteristics of the hydraulic fluid used in the jack and the level of the
hydraulic fluid as it is noted on the jack shall be observed.

1 Jacks shall be maintained and repaired in accordance with the ma n u f a c instructions6Ssich maintenance
and repair shall be carried out by qualified persons.

1 No modifications shall be carried out without prior written approval by Tronair.

MAINTENANCE SCHEDULE

ChecK FIUId LEVEL........uueeiiiiieeeee e Each Use
LUDFICAtE CASIEIS ..uuvvvvviririiiriririiiririeiererersrerrrrrersrrreerrrrsrar———.. 3 Months
ClEANING ...ttt Annually Or As Needed

Capacity Test (105%-1 1 0% of j ackds...r.a.tAamdallc apaci ty)
NOTE: Wipe with soft cloth only, do no pressure wash or spray water directly at ram seal.

STORAGE/LOW USAGE: If jack is unused for 90 days, raise ram to full hydraulic extension, spray ram with
DoALL RPM, LPS or equivalent water repellant, BUNA N compatible lubricant.

SERVICING JACK

To Disassemble Jack:
1. Remove mounting plate (Item 50) by unscrewing five (5) socket head cap screws (Item 49).
2. Raise ram assembly (Item 52) to the point where it can be lifted from the jack cylinder.

To Reassemble Jack:
1. Re-assemble in reverse order of above.

Notes: 1. Dispose of hydraulic fluid per local and federal regulations.
2. To minimize air entrapment under the ram, raise the oil level in the cylinder to chamfer of the
cylinder prior to ram insertion.

REMOVING AND SERVICING PUMP
Note: If pump is found faulty, call the factory for replacement or replace seals as follows:

Review lllustrated Parts list for Hand Pump.

Clamp suction (push on) hose and remove hose from pump.

Uncouple fitting of hydraulic hoses from pump.

Remove pump from jack.

Remove cotter pin from clevis pin.

Remove four (4) socket head cap screws.

Remove flanges.

. Remove tube assembly.

10. Replace O-rings and backup ring. (See Hand Pump Parts List for kits available.)
11. Re-assemble in reverse order.

CoNOORWN

JACK FUNCTION LOAD TEST
Note: If function load testing is required:

1. Take all necessary precautions to prevent injury.
2. Always jack against a load and never against the jack itself.
3. Do not exceed a test load equal to the jack rated capacity plus 10%.

PNEUMATIC PUMP
See supplied Haskel Pump information for complete parts list and repair information.

10/2020 | Rev. 02 Page | 8



TRONA[R®

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)
30 Ton Single Stage Jack

11.0 PROVISION OF SPARES
11.1 PROVISION OF SPARE PARTS
Spare parts may be obtained from the manufacturer:
TRONAIR, Inc./ColumbusJack/Regent Telephone: (419) 866-6301 or 800-426-6301 @
1 Air Cargo Pkwy East Fax: (419) 867-0634
Swanton, Ohio 43558 USA E-mail: sales@tronair.com
Website: www.tronair.com
For Spare Parts, Operations & Service Manuals or Service Needs:
Scan the QR code or visit Tronair.com/aftermarket
11.2 RECOMMENDED SPARE PARTS LISTS
Reference the following page(s) for Replacement Parts and Kits available.
Recommended Spares:
Part o
Number Description Model Number
K-1051 Ram Seal Replacement Kit 02-7844C0111 | 02A7844C0111 | 02A7844C0150 | 1175-1100
K-1685 Fluid Seal Repair Kit 02A7844C0111 | 02A7844C0150 | 1175-1100
K-1686 | Air Seal Repair Kit 02A7844C0150 | 1175-1100
K-1906 Pump Piston/Seal Replace Kit 02-7844C0111 | 02A7844C0111 | 02A7844C0150 | 1175-1100
K-2920 | Caster Replacement Kit 02-7844C0111 | 02A7844C0111 | 02A7844C0150 | 1175-1100
K-3330 Pump Replacement Kit 02-7844C0111 | 02A7844C0111 | 02A7844C0150 | 1175-1100
K-3332 | Air Pump Replacement Kit 02A7844C0111 | 02A7844C0150 | 1175-1100
K-3333 Blowgun Replacement Kit 02A7844C0111
12.0 IN-SERVICE SUPPORT
Contact Tronair/Columbus Jack. for technical services and information. See Section 1.3 - Manufacturer.
13.0 GUARANTEES/LIMITATION OF LIABILITY
13.1 TRONAIR

10/2020 | Rev. 02

Tronair products are warranted to be free of manufacturing or material defects for a period of one year after
shipment to the original customer. This is solely limited to the repair or replacement of defective components. This
warranty does not cover the following items:

a) Parts required for normal maintenance

b) Parts covered by a component manufacturers warranty

c) Replacement parts have a 90-day warranty from date of shipment

If you have a problem that may require service, contact Tronair immediately. Do not attempt to repair or
disassemble a product without first contacting Tronair, any action may affect warranty coverage. When you contact
Tronair be prepared to provide the following information:

a) Product Model Number

b) Product Serial Number

c) Description of the problem

If warranty coverage is approved, either replacement parts will be sent or the product will have to be returned to
Tronair for repairs. If the product is to be returned, a Return Material Authorization (RMA) number will be issued for
reference purposes on any shipping documents. Failure to obtain a RMA in advance of returning an item will result
in a service fee. A decision on the extent of warranty coverage on returned products is reserved pending inspection
at Tronair. Any shipments to Tronair must be shipped freight prepaid. Freight costs on shipments to customers will
be paid by Tronair on any warranty claims only. Any unauthorized modification of the Tronair products or use of the
Tronair products in violation of cautions and warnings in any manual (including updates) or safety bulletins
published or delivered by Tronair will immediately void any warranty, express or implied.

The obligations of Tronair expressly stated herein are in lieu of all other warranties or conditions expressed or
implied. Any unauthorized modification of the Tronair products or use of the Tronair products in violations
of cautions and warnings in any manual (including updates) or safety bulletins published or delivered by
Tronair will immediately void any warranty, express or implied and Tronair disclaims any and all liability for
injury (WITHOUT LIMITATION and including DEATH), loss or damage arising from or relating to such
misuse.

Page | 9



TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)

30 Ton Single Stage Jack

13.2 COLUMBUSJACK/REGENT

1. ColumbusJACK Corporation, (Seller) warrants each new product of its manufacture to be free from defects
in material or workmanship, under proper, reasonable and normal use and service, and for a period of
twelve (12) months after date of dduiittp ment from Sell er ds
2. Where Buyer claims an alleged defect in material or workmanship and so advises Seller in writing within
ten (10) days after discovery thereof, then and in such event, Buyer shall return said equipment,
transportation prepaid, to the Seller, provided such return is timely and within twelve (12) months form date
of original shipment. This warranty and liability of the Seller is expressly limited solely to replacement of
repair of defective parts or goods, and return at Buyer
was defective prior to original shipment or, at the option of Seller, to making refund to Buyer of the
purchase price for said product.
3. ltis further expressly understood and agreed that:
a. THERE IS NO WARRANTY, representation of condition OF ANY KIND, express or implied,
(INCLUDING NO WARRANTY OF MERCHANT-ABILITY OR OF FITNESS) EXCEPT THAT THE
MATERIAL SHALL BE OF THE QUALITY SPECIFIED HEREIN, and none shall be implied by law.
Except as otherwise provided herein, qualitigal shall be
determination of the material for the use contemplated by Buyer is the sole responsibility of Buyer and
Seller shall have no responsibility in connection with such suitability, and
b. The B u y esoléand exclusive remedy shall be repair or replacement of defective parts by the Seller.
Should the goods, in the judgment of Seller, preclude the remedying of the warranted defects by repair
or replacement, the buyerds sole and exclusivaed r emedy
c. Seller shall not be liable for prospective profits or special, indirect or consequential damages, nor shall
any recovery of any kind against Seller be greater in amount than the purchase price of the specific
material sold and causing the alleged loss, damage or injury. Buyer assumes all risk and liability for
loss, damage or injury to persons or property of Buyer or others arising out of use or possession of any
product or part sold hereunder, and
d. The Seller shall in no way be deemed or held to be obligated, liable or accountable upon or for any
guarantees or warranties, express or implied, or created by statute or by operation of law or otherwise,
in any manner of form beyond its express agreement above set forth, and
e. No warranty herein shall apply to any product which shall have been repaired or altered, unless such
alteration or repair has been made by Seller or where, after return to and inspection by Seller, the product
is found by Seller to have been subject to misuse, negligence or accident, and
f.  No warranty of any nature is made by Seller as to any component forming a part of the product sold
and Buyer shall receive only such warranties offered by such other manufacturer pertinent to such
component, and
g. Seller does not assume nor does Seller authorize any other person to assume for it any other liability or
make any warranty in connection with the sale of its products.

The obligations of ColumbusJACK expressly stated herein are in lieu of all other warranties or conditions
expressed or implied. Any unauthorized modification of the ColumbusJACK products or use of the
ColumbusJACK products in violations of cautions and warnings in any manual (including updates) or
safety bulletins published or delivered by ColumbusJACK will immediately void any warranty, express or
implied and ColumbusJACK disclaims any and all liability for injury (WITHOUT LIMITATION and including
DEATH), loss or damage arising from or relating to such misuse.

14.0 APPENDICES
APPENDIX | Hydraulic Schematic
APPENDIX Il Haskel Air Pump Manufacturer Data
APPENDIX III HC-1932 Hand Pump Parts List

APPENDIX IV Declaration of Conformity
APPENDIX V Safety Data Sheet - Hydraulic Fluid
APPENDIX VI  Maintenance Schedule
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TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)

30 Ton Single Stage Jack

Parts List
When ordering replacement parts/kits, please specify model, serial number and color of your unit.

10/2020 | Rev. 02 Page | 11



TRONA[R®

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

1175-1100 (3046-35)
30 Ton Single Stage Jack

Parts List
When ordering replacement parts/kits, please specify model, serial number and color of your unit.

Item | Part Number Description Qty
1 G-1300-31200 PIN, 5/16 X 2 LG ROLL 1
2 H-2329 NUT, 30 TON STOP 1
3 R-1150 SCREW, EXTENSION 1
4 H-2326 NUT, 30 TON STOP 1
5 G-1151-109210 SCREW, SOCKET HEAD CAP, 1/2-13 X 1" LONG 5
6 TR-1740 PLATE, MOUNTING 1
8 Z-1611 ASSEMBLY, RAM 1
21 | Z-4971-00 WELDMENT, JACK 1
24 | G-1250-1050N FLATWASHER, 1/4 NARROW 5
25 | G-1100-105006 BOLT, HEX HEAD, GRADE '5', 1/4-20 X 3/4" LONG 1
26 | G-1202-1050 STOPNUT, 1/4-20 ELASTIC 4
27 | H-1045 BREATHER 1
28 | V-1354 TAG, RESERVOIR FILL 1
29 | HJ-580-01-01 ASSEMBLY, RESERVOIR 1

K-1051 KIT, SEAL RAM REPLACEMENT,; consists of:
7 HJ-706 RING, GUIDE 1

N/S | HC-2020-346 RING, BACKUP 1

N/S | HC-2000-346 O-RING

10/2020 | Rev. 02
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TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)

30 Ton Single Stage Jack

Parts List
When ordering replacement parts/kits, please specify model, serial number and color of your unit.

- T MEM 12

i

(4758} (559s)

= {21.53) '-|

{4553}
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TRONA[R®

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

1175-1100 (3046-35)
30 Ton Single Stage Jack

Parts List
When ordering replacement parts/kits, please specify model, serial number and color of your unit.

Item | Part Number Description Qty
9 TF-1043-06-22.5 ASSEMBLY, HOSE 1
10 | N-2002-05-S ELBOW, SWIVEL NUT 1
11 | HC-1551 FUSE, VELOCITY 1
12 | N-2001-08-S-B ELBOW, STRAIGHT THREAD 1
13 | H-1009-01 ASSEMBLY, HANDLE 1
14 | V-1775 LABLE, PUMP FORCE 1
15 | V-1776 LABEL, DOWN 1
16 | HC-1932 HAND PUMP, HYDRAULIC 1
17 | G-1251-1070R LOCKWASHER, 3/8 REGULAR 2
18 | G-1100-107010 BOLT, HEX HEAD, GRADE '5', 3/8-16 X 1" LONG 2
19 | N-2653-03-S-B ELBOW, STRAIGHT THREAD BEADED HOSE 1
20 | TF-1047-04*06.5 HOSE, 3/8 1D X 6.5 LG 1
22 | N-2412-09 CONNECTOR, BARBED HOSE 1
23 | N-2208-01-S TEE, MALE BRANCH 1
24 | G-1250-1050N FLATWASHER, 1/4 NARROW 5
45 | H-1516-11 CLAMP, 2 EAR HOSE 2

10/2020 | Rev. 02
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TRONA[R®

When ordering replacement parts/kits, please specify model, serial number and color of your unit.

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

Parts List

1175-1100 (3046-35)
30 Ton Single Stage Jack

Item | Part Number Description Qty
10 | N-2002-05-S ELBOW, SWIVEL NUT 1
24 | G-1250-1050N FLATWASHER, 1/4 NARROW 5
26 | G-1202-1050 STOPNUT, 1/4-20 ELASTIC 4
37 | V-1001 LABEL, MADE IN USA 3
38 | V-1198 LABEL, TRONAIR 1
39 | v-1821 LABEL, MAX CAPACITY 60K 1
40 | V-1102 LABEL, MIL-PRF-5606 1
41 | V-1805 LABEL, ISO GENERAL DANGER 1
42 | V-1819 LABEL, HYD JACK CAUTION 1
43 | V1820 LABEL, HYD JACK INSTRUCTION 1

K-2920 KIT, CASTER REPLACEMENT; consists of:
30 | G-1203-1105 JAMNUT, 5/8-18 ELASTIC 3
31 TR-1347 SPACER, AXLE 3
32 G-1250-1100N FLATWASHER, 5/8 NARROW 3
33 H-2210-07 SPRING, COMPRESSION 3
34 R-1839 BUSHING, CASTER GUIDE 3
35 G-1250-1110W FLATWASHER, 3/4 WIDE 3
36 U-1053 CASTER, SWIVEL 3

10/2020 | Rev. 02
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TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)

30 Ton Single Stage Jack

Parts List
When ordering replacement parts/kits, please specify model, serial number and color of your unit.

10/2020 | Rev. 02 Page | 16



TRON 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)

30 Ton Single Stage Jack

Parts List
When ordering replacement parts/kits, please specify model, serial number and color of your unit.

I

{4153}

= {4953} -

SECTION A-A FOR Z1
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TRONA[R®

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150
1175-1100 (3046-35)
30 Ton Single Stage Jack

Parts List
When ordering replacement parts/kits, please specify model, serial number and color of your unit.

@

Item | Part Number Description Z-10888-7Z1 | Z-10888-A1 | Z-10888-A2
1 Z-10888-81 BASE ASSEMBLY ACEo0 30 1 1 1
2 V-2839 LABEL, JACK TYPE/SERIAL 1 1 1
4 Z-4972 ASSEMBLY, AIR PUMP - 1 1
5 H-2395 COVER, PROTECTIVE JACK - - 1
6 Z-4973 ASSEMBLY, BLOWGUN - 1 -
7 V-1778 LABEL, PRESSURE - 1 1
8 N-2007-08-S-B ADAPTER, -06 JIC M X -06 ORB M - 1 1
9 H-1516-11 CLAMP, 2 EAR HOSE - 2 2
10 | N-2053-05-S-B PLUG, HEX HD W/O-RING 1 - -
11 N-2205-02-S PLUG, HOLLOW HEX 1 - -
12 N-2412-09 CONNECTOR, STRAIGHT MALE - 1 1
13 PC-1155 VALVE, PNEUMATIC LEVER - - 1
14 | N-2201-06-B ELBOW, MALE PIPE - - 1

10/2020 | Rev. 02
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TRONA[R®

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

1175-1100 (3046-35)

30 Ton Single Stage Jack

Parts List T 02-7844C0111

When ordering replacement parts/kits, please specify model, serial number and color of your unit.

-
2)

i

Item | Part Number Description Qty
1 Z-10888-71 ASSEMBLY, 30 TON TRIPOD JACK 1
2 HJ-557 PAD, JACK
3 V-2840 LABEL, JACK MODEL
10/2020 | Rev. 02 Page | 19



TRONA[R®

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

Parts List T 02A7844C0111

When ordering replacement parts/kits, please specify model, serial number and color of your unit.

(2)

vy

i il

/

——
L\:?J _/;I

1175-1100 (3046-35)
30 Ton Single Stage Jack

Item | Part Number Description Qty
1 Z-10888-A1 ASSEMBLY, 30 TON TRIPOD JACK 1
2 HJ-557 PAD, JACK 1
3 V-2840 LABEL, JACK MODEL 1
10/2020 | Rev. 02 Page | 20



TRON 4 'R® Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

1175-1100 (3046-35)
30 Ton Single Stage Jack

Parts List 7 02A7844C0150

When ordering replacement parts/kits, please specify model, serial number and color of your unit.

2

> [ f == o [

i

&
[
L

Item | Part Number Description Qty
1 Z-10888-A2 ASSEMBLY, 30 TON TRIPOD JACK
2 HJ-557 PAD, JACK
3 V-2840 LABEL, JACK MODEL 1

10/2020 | Rev. 02 Page | 21



TRONA[R®

Parts List 7 1178-1100 (3046-35)

Models: 02-7844C0111, 02A7844C0111, 02A7844C0150

1175-1100 (3046-35)
30 Ton Single Stage Jack

When ordering replacement parts/kits, please specify model, serial number and color of your unit.

2

N == 18

LY

Item | Part Number Description Qty
1 Z-10888-A2 ASSEMBLY, 30 TON TRIPOD JACK 1
2 R-3118 PAD, JACK
3 V-2840 LABEL, JACK MODEL

10/2020 | Rev. 02
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Hydraulic Schematic
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Hydraulic Schematic i 02A7844C0111
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Welcome to Haskel

Haskel is an international arganization offering a warldwide service through
the Haskel group of companies and factory trained distributors. The Haskel
group is headquartered in Burbank, California, with facilities throughout the
warld. Ve have built an enwviable reputation for quality based on high pressure
fluid and gas handling equipment.

In addition to offering a comprehensive range of pneumatic driven liguid
pumps, air amplifiers, pneumatic and hydraulic driven gas boosters, high
pressure valves, fittings and accessories, we custom design and build povwer
pacs and test rigs. Our continued investment in technology ensures that
Haskel will stay at the leading edge of high pressure technology.

This brochure introduces our pneumatic driven liquid pump range. Technical
details and adwvice on any of the products shown is available on request.

WWe are here to solve your problems. Just give us a call at 818-843-4000 or wisit
our website at wannee haskel com for more information or to locate a distributar

Why Use Haskel Pneumatic Driven Pumps?

fhur pumps offer many advantages over efectrically driven pimps:

-

-

Up to 100000 psi (7000 bar) capability
Infinitehy wariable cycling speed

-

-

without consuming power

-

Problem-free stopfstart applications

-

-

Suitable for most liquids and liquefied gases

-

boil off gases, nitrogen

Applications
include:

+ Pressure testing

+ Wark halding/poweer clamping

-

Jacking/lifting
+ Walve actuator contraol

-

Hydraulic cylinder actuation

-

Press safety overload devices

-

Roller tensioning
+ Mhletering

-

Precision lubrication and
spraying
Liquified gas transfer

-

wowewe haskel cam

Stall feature at pre-determined pressure to hold that pressure

Easily automated — many modification and control options

Alternative gas drive options — sour gas, natural gas,

Safe pneumatic operation — no heat, flame or spark risk + Moneedfor air line lubrication — s aves costs and

prevents contamination
+ Robust, reliable, compact and easy to maintain proven design
+ Unbalanced cycling spool provides immediate response to
pressure changes

+ Also available in standard, or custom built power pac
configurations

+ Excellert worldwide service for spares and repairs
+ Canbe manufactured to meet APl B75, ATEX, CE and MNACE




Pressure and Flow on Demand

This guide will help you to pre-select the pump ideally suited
for your application. If you have specific questions, however,
we urge you to provide us with details of the duties you require
from the pump, available air/gas drive pressure, and pressure/
flow requirements, and we will recommend a model and any
corresponding accessories.

Output Horsepower Ratings

The pumps are categorized on their horsepower ratings (see
pages 6-7). These are approximate and peak at 100 psi {7

bar), assuming adequate drive air, pressure and volume. Peak
horsepower is at about 75% nominal ratio x air drive pressure, i.e.
100:1 pump @ 100 psi air drive peaks at 100 x 100 = 10000 x 0.75 psi
= 7500 psi {517 bar) hydraulic pressure.

Operation

The pumps automatically reciprocate on a differential piston
principle. A large piston driven by relatively low pressure
drive acts directly upon a smaller hydraulic piston.

The nominal ratio between piston sizes is indicated in the
model coding and approximates to the maximum working
pressure. The actual ratio is about 15% above nominal so
that the pump continues to cycle when drive pressure equals
nominal ratio. Initially, the pump will cycle at maximum speed
acting as a transfer pump to pressurize downstream.

It will cycle at a slower rate as the fluid meets resistance
until it stalls at maximum output pressure. When a pressure
drop downstream occurs, it will recycle as necessary in

an effort to maintain maximum pressure. Stall pressure is
achieved when the outlet pressure rises and offers more
resistance to the reciprocating differential piston assembly.
The piston assembly then stalls when the forces balance, e.g.
when drive pressure x drive piston area equals outlet {stall)
pressure x driven hydraulic plunger area. The pump design
is sensitive to very small pressure drops due to the low
frictional resistance of the large diameter drive piston and
hydraulic piston seals.

Double and Triple Air
Head Pumps

Performance can be extended by stacking air pistons without
changing the hydraulic piston. Haskel multi-head pumps consume
less air than competitive single head pumps of the same area, as
only one head is pressurized on the return stroke; e.g., ona 1.5 hp
pump additional heads can raise performance to 2 hp.

Double air head pumps are identified by the last digit 2 in the
pump model number. Thus, a nominal 50;1 ratio pump with two
air heads is described as a 52. Similarly, a triple air head pump is
identified with a last digit 3. Thus, a 900 ratio pump with three air
heads is described as a 903.

Single Drive Head Pump

I @.Qslq in {167 sq cm)

0.65sqin {4 sqcm)
Therefore, actual ratio = 40:1
Nominal Ratio = 35:1

Double Air Head Pump

Area 25.9sqin (167 sq cm)
| ~

Area 25.2 sqin (163 sq cm)

> -

Area .65 sqin (4 sq cm)
Therefore, actual ratio =791
Nominal Ratio = 72:1*

Triple Air Head Pump
Area 25.9sq in (167 sq cm)
| ~ |

Area 25.2 s in (163 sq cm)
| ~ |

Area 25.2 sqin (163 sq cm)
| ]

Area .85sq in (4 sq cm)
Therefore, actual ratio= 1181
Nominal Ratio = 103:1**

Nominal Ratio
* {2} Indicates Double Drive Piston
** (3} Indicates Triple Drive Piston

www .haskel.com



1. Drive
Section

2. Hydraulic
Check
Walves

3. Drive
Cycling
Walve

4. Hydraulic
Seal/Check
Walve

q wwaw.haskel.com

Anatomy of a Pneumatic Driven Pump
i. Drive Section

The piston, complete with “0" ring seal, operates in an epoxy filled,
fiberglass wound barrel, the diameter of which is constant throughout

a given series of pumps. Drive media forces the piston down on the
compression stroke and raises it on the suction stroke (M series have a

spring return). The piston is pre-lubricated during assembly and therefore
no air line lubricatoris necessary.

Z Hydraulic Section/Check Valves

This is directly linked to the drive piston by the hydraulic piston, the
bottom portion of which is in the hydraulic body. Outlet flow and pressure
are determined by the area of the hydraulic piston head, its nominal

ratio with the drive piston head, and drive pressure. On the down stroke,
liquid in the hydraulic section is forced under compression through the
outlet check valve. Fresh liquid is induced via the inlet check valve on
the return stroke. These check valves control the flow of liquid through
the hydraulic section. They are spring-loaded and have a very low
cracking pressure, allowing maximum opening on the induction stroke.
The pressure of hydraulic fluid on the down stroke closes the inlet check
valve and acts against the spring to open the outlet check valve.

3. Drive Cycling Vaive

This is a pilot-operated, unbalanced, lightweight spool, which directs
drive pressure, first to the top of the drive piston, and then to the
underside to reciprocate the piston (cycle). It actuates via pilot valves at
the top and the bottom of the stroke, which causes the unbalanced spool
to shift and reciprocate the piston.

4 Hydraulic Seal/Check Vaives

This is one of the few wear parts. Its function is to allow the hydraulic
piston to reciprocate without passing fluid into the drive section. The liquid,
its pressure and its temperature determine seal specification. A distance
piece can be incorporated between drive and hydraulic sections for
complete contamination-free operation on most Haskel pumps.




Pump Selection Information

All Haskel pumps are identified by letters coding the type of

pump, followed by a number indicating the practical working ratio

of the drive area to the hydraulic plunger area. These letters are

explained in the chart below.

Pump Model Letter Coding
M 875" stroke .33 hp miniature pump series XH 2" stroke 1.5+ 2 hp Extreme High Pressure pump sefies
S Stainless steal hydraulic piston and body G 45" stroke 6 hp pump series
29723 .33 hp Chemical Pump 8 4.5" stroke 8 hp pump or booster senes
D {Prefix} Pumpincorporates a Distance Piece 14 4" stroke 10 hp pump series
D {Suffix}) Double Acting pump w Polyurethane U-cup dynamic seal
4B 1" stroke .75 hp pump series {bottom inlet only) F UHIMWPE {Ultra-high Molec ular Weight Polyethylene Dynamic Seal
A 2" stroke 15 + 2 hp pump series T Reinforced teflon dynamic seal
H 2" stroke 15 + 2hp High Pressure pump series v Viton o-ring static seal
-C Rlter, regulator with gauge and shut-off/speed control valve -B Bottom inlet
-CP Chemical Pump

Quick Model
Comparison
Chart

The chart to the right shows
the pressure/flow capability
of each pump in the range.
The diagonal lines show
constant output horsepower
for each series. The model
ratios are circled.

Example

The pressure required is
2175 psi (150 bar). The flow
required is 215 cubic inches
{3.52 liters) per minute. The
black dot plots pasition. Only
models on diagonals to the
right of the dot will meet the
demand; e.g., the -35 ratio
1.5 hp pump, assuming a
supply at 100 psi {7 bar} and
70 scfm {119m*hr} can be
met; if not, a -32 ar -52 2 hp
pump would be needed.

Note: For specific performance

curves, refer to Liguid Pump
Rapid Reference Guide.

The diagonal horsepower lines in the chart below are based on 100 psi {7 bar) drive pressure.
Drive flow requirement is different for each series as follows:

33 hp
.75 hp
15 hp
2hp

15scim (25 m*/hr)
45sctm (76 m/hr)
70 sctm (119 méht)
85 scfm (144 mé/hr)

3hp
6hp
8 hp
10 hp

85 scim {144 mé/hr}

175 scfm (297 m/hr)
225 scfm {382 m¥hr}
270 scim {459 mé/hr)

Reduced air drive flow or pressure will result in a corresponding reduction in output horsepower.
This chart can be used to select pump series and model ratio.

Pressiure {psi)
01K 02K 05K 1K 2K 5K 10K 20K 50K 100K
100.00 6000
15 |
49.17 3000
16.33 1000
820 500
g
$ 3z 260
&
E 1.64 100
[
0.82 50
033 20
0.16 “’”)m
0.08 5
6.9 138 3 69 138 35 690 1378 3448 6900
Pressure {bar) wwwnaskel.com

Flow {cu infmin)

5



Performance and Specification Overview

E E ) Maimimum Rated Output Pressure - o 3 T
‘-'é E o Pump Model Gode N;:llil:lal ‘:“‘;‘i'zl Continuous Intermittent ' '
s 5 psi | har psi bar cuin ml cu infmin lfmin
M, MDSTV ko 5.6 625 53 625 43 0.83 136 506 4.30
M.MS -1 18 900 62 900 62 0.60 9.8 366 6.00
= -12 14 1500 103 1500 103 0.36 59 234 38
g N - -2 25 2600 179 2600 179 0.20 33 130 213
A = = -36 Ll 4500 310 4500 310 0.12 20 18 128
2 5: E s 2 -1 82 8800 607 8800 607 0.060 10 39 0.64
E -110 126 13500 931 13500 31 0.039 0.6 25 0.42
M, MS -188 n7 15000 1034 15000 1034 0,023 04 18 0.29
Ms -220 227 20000 1380 25000 1723 0.021 0.344 14 0.22
-14 16 1500 103 1500 103 0.90 147 428 paul
-1 24 2300 159 2300 159 0.60 9.8 285 467
- -25 29 2700 186 2700 186 0.50 82 238 389
3 o = -30 34 3200 p2al 3200 21 0.43 10 204 3.35
% E’ = 4B -31 42 3800 262 3800 262 0.35 5.7 166 272
b=l & = -55 63 6000 n4 6000 14 0.22 36 105 1n
= -15 86 7800 538 7800 538 0.17 28 81 132
-100 14 10600 31 10600 31 0.13 20 62 10m
-150 m 15000 1034 15000 1034 0.088 144 12 0.68
DSTV -15 16 120 8 160 1 31.90 513 5104 8.6
ATV, DTV -4 80 690 8 1200 LX) 20.00 326 3200 524
-B10 15 1600 110 1600 10 4,05 66.4 1215 199
-B15 7 2400 165 2400 165 210 4.3 810 133
-25 29 4000 276 4000 216 1.62 26.6 486 80
& o AW, ASF, DF, DSF, DSTV <5 40 5700 393 5700 393 1.16 190 348 57
el = -60 69 9800 676 9500 676 0.67 1.0 201 33
»n - -100 115 15000 1034 16500 1138 (U] 6.7 123 20
-150 173 15000 1034 20000 1380 0.27 45 81 13
_f:'-‘ -151 13 25000 1724 25000 1724 0.27 45 81 13
= HF, HSF. DHF, DSHF -225 260 30000 2069 37000 2551 0.18 30 N 0.7
= -300 345 30000 2069 50000 3448 0.14 23 32 05
E— HF -450 533 25000 1724 45000 3403 0,091 15 20 03
)
= -B22 3 3200 b2l 3200 21 4.05 66.4 1215 19.9
-B32 34 4800 331 4800 331 210 4.3 810 133
AW, ASF. DF, DSE. DSTV -52 57 5000 345 8000 552 1.62 26.6 486 80
= -2 80 11000 758 11000 758 1.16 190 348 57
E = -122 138 15000 1034 19000 1310 0.67 1.0 201 33
| « -202 230 30000 2069 33000 2215 (U] 6.7 92 15
HE, HSF, DHE, DSHF -302 346 30000 2069 50000 3448 0.27 45 61 1.0
-452 520 30000 2069 70000 4827 0.18 30 Ll 07
DX -602 690 30000 2069 75000 5171 0.14 23 32 05
= -683 780 30000 2069 70000 4827 0.18 30 25 (]
E E. g OXHF, DSXHE -903 1038 30000 2069 75000 5171 0.14 23 20 0.33
'TE_ = DSXHW -1373 1575 30000 2069 100000 6895 0.086 14 12 0.197
§ 3 AFD, DFD, ASFD, DSFD -B60 69 6500 M8 6500 448 134 22 369 6.0
= -15 17 2400 165 2400 165 5.40 89 1215 199
8 -25 29 4000 276 4000 216 3.24 532 129 1.9
=2 = -35 40 5700 393 5700 393 232 380 522 86
% ﬁ (B -60 69 9800 676 9800 676 134 220 302 49
= -100 115 15000 1034 16500 1138 0.82 134 185 30
= -150 113 15000 1034 20000 1380 054 9.0 122 20
-202 230 30000 2069 33000 2215 0.62 134 144 24
E = <5 103 4315 302 4375 302 6.0 98 1890 310
@ GW, DGF. GSF. DGSF, DGSTV -60 69 1500 517 7500 517 35 57 103 181
= -100 115 8000 552 10000 690 21 34 662 10.8
g L I i e Y i i i T T e . — ———r— |
© 8SFD, 8DSFD, 8DSTVD -25 215 3575 246 4000 216 14.0 229 2660 4
2 -40 35 6000 n4 6000 14 8.90 145 1691 2
® ~ 8SFD
= = -65 3 10000 690 10000 680 540 83 1026 17
= = 8DSFD -100 12 10000 690 10000 680 352 515 669 "
BHSFD -225 253 22500 1530 22500 1530 1.56 255 296 5
-='- 125 138 16000 1103 16000 1103 8.80 144 104 115
; D14STD, D14sFD -315 347 36000 2482 36000 2482 350 57.4 280 46

www.haskel.com



Tppical Perforr

vance Based on 100 psi (7 bar) Pressure and Drive Flow

Data on Page §

OutletPressure Outiet Flow OutletPressure Outiet Flow
psi I bar cuinfmin I Wmin psi l bar cuinjmin I Wmin
5 155 500 8 45 ) 3 48
00 21 350 50 0 4 160 250
i) 48 200 33 125 % 100 14
1500 1 30 148 n0 13 433 00
1700 17 0 1.15 3 214 HMh 055
N0 nt 39 0 6000 414 13 031
1500 517 20 0z 2500 55 17 0z
5000 M5 18 030 10000 a1 14 03
500 517 1¢ 0z3 15000 1034 12 0z
m
1000 8 270 442 2000 13 120 2
1280 @ 0 3n 2500 172 61 1
1500 104 no 33 N00M mn? 62 1
1750 121 170 28 3500 il 82 123
nm 13 10 18 500 M5 66 108
2500 12 87 142 500 517 37 05
50 345 57 0% 10000 60 26 043
500 517 37 05 15000 jlic) 7 on
m
100 7 1953 2 400 = 50 123
400 b3 1000 164 80 63 500 813
50 52 ok 93 1600 10 200 323
1000 <) 403 66 2500 172 195 32
2000 13 350 41 FHm 8 98 16
2000 an? 152 25 6200 427 50 08z
4000 % 100 13 10000 6a) M4 04
nm 43 B 03 15000 1034 33 043
0w 43 LcR 033 15000 lic 23 043
500 517 1) 055 24000 1655 98 016
15000 104 23 043 2000 1362 nd 0%
000 ptie] 145 024 45000 31 92 015
400 b 93 131 2100 145 00 32
no 48 500 82 el n? 152 25
1300 131 29 43 500 45 ane 16
polii} 13 6 31 500 57 50 [1}:73
4000 M 122 2 12000 402 05
Mo 43 915 15 000 133 mni1 0%
10000 630 452 oM 00 L] 152 025
10000 a0 3 057 40000 i) 152 025
15000 1034 M4 04 5000 3443 122 0z
15000 jlic] 135 032 G000 43 43 00
15000 jlic) 153 0% Moo 4823 55 00
16000 103 92 015 000 6207 31 0ns
1000 <] e 51 5500 M 152 25
m
50 52 1030 162 1500 jlic X0 425
1000 i} 62 1025 2500 172 162 26
1500 1034 465 52 3500 bt 100 15
00 13 M8 407 8000 414 56 05z
5000 5 151 2498 10000 630 41 057
7500 57 103 2 15000 jlic] 21 044
10000 630 63 106 2000 1373 47 0
200 14 il 2 1200 <] 1454 il
1000 8 170 ] 3500 b 800 38
2000 13 976 16 5500 3 /7 65
M0 13 513 94 10000 a0 135 32
m
2000 13 1420 B2 4000 M 200 327
M mn? 0 144 6000 414 310 508
5000 5 555 9.1 10000 630 163 257
10000 a1 20 44 00 131 144 2%
2000 552 488 an 1200 v 195 32
15000 lic) pati} 33 00 L] M3 13

Guidelines for Continuous Duty
Applications for Maximizing
Seal Life- Performance

.PumySeris Maximum Cycles per Minute

03hp 325 cpm
0.5 hp 225 cpm
15,20and22 hp epm
(Single and Double Drive PEon)

20 hp(Triple Drive Pison) 60 cpm
30hp epm
60hp &0 ¢pm
80hp Hepm
100 hp 40 cpm

v haskel.com 7



.33 hp (.25 kW) M Series Pump Models

Hey Features
+ Choice of B5models, 3ratios, + Pressures to 25000 psi
27 pozsible combinations [1724 bar)
+ Flowes to 2 gpm (7.5 lfmin) + All Hydraulic fluids, water
+ Choice of wetted materials iplain or DI, sohvents, mild

chemicals, liquefied gases

-

Single air head

+ Orive pressure 2510
125 psi(1.8t0 9bar]

flpfional Modifications

Mumber Description
]
-HF Hard pump attaehment(vith hapdle). Provid es manealope rationof pompfor
precisian pressure oonim | or use without i pose©
WD Handle onky.
e i With handle.
W3 Without handle.
Fit=fr converting e Eting unis.

U anual rele asewwith reliefvabe. ForW and WS pumps onke Provides high pressure

need ey aboe with intemal adjustable safety relief dovenstre amof pumpoutlet
checks. Tank return i K NPT in pump body.

i ie R Dead blan vabee. " WPT port,
043 Combination airre qulato miiterwith gauge %" MPT port

i LR Speed contmlvahbe. s NPT port
pri LR -Caircontrots installed on pump. " NPT port.

plus

il & B}

ezl I anif M mountinlet port, Prowides 0-ing bosz in aluminum bbckto @nabk mounting
anzideoftank be by oil leve | Wodilication 2 pplics o W21 though W-152 00k,

stz o] Falm orfoot startéstop bt drive. Spring baded shot.

= Air OF rekease vabee,

S Remote startEop antml. Provides B WMPT bleed signal port forsing e line
remote eontml,

et LI Witom airdrive.

e 71 Single stm ke from remote airpulze, Uzefol for metering applications, One stmke per
air pulse signal; efminates automatic eycling. ™ MFT signal port.

x| EPR =zl forliquid s« etion for 237234 mtio pumps.

fak Fiped exhaust —standamd. Frovides conne ction pors fordrive and pikt ahause.

Enables undertanktop mounting andfrnatural gas drive.
ar:s Fiped exhaust —sour gas, With hand pump[HF].
5 -2 Fiped exhaust —sourgaz. Withaut hand pump (HF).

JakL) uflle rifor use woich piped exhaust moddic 3tio ns beksd 29 WMPT male port

wetewe haskelcam

Mominal Dizplacement
Model Ratio Ml timum Warking Pressure per Cpele
M. 5 G5 p=ildd bar Adewin(136m)
MOETY
M, Mt -7 00 psilBE bar B cuin(38 ml
-12 150 p=illc: ban 6w in (A ml

M, M3 2600 p=ifl ¥ ban ouinf33ml

272l 45 psif3i0ban A2 euin (20 ml
290 p=ildl? bad DG cuin (10 m0
13600 p=if3H ban 033 e in DG m]

1000 pi (10234 bar DE2 e in (4 mD

a2
| M3 | 1] |25lIlJ pil1723 ban | D2 in (234wl

HH O Hodavalablein 2 alo
(3] WL T i MNPk ek ok STaTkE s S8l in e M5 and 29080 i3 10000 peig (Be0ba

for service codes, see page 17
for welghts and dimensions. see page 18

Mumber Dezcription
|

Ram Tormnz Iy o pen giro perated nekase with reliefes b, Povides highestrelezz e dlow
capa iy Wl ho b full purmap psi pilcted fom dive aicWents are notthre aded. Ref.
drawving 55543 Brankop mounting parts.

AlamA Tarmnz Iy ¢ boemed ziro perated releaze with reliefwabe:, Uzed 1o hold hyd mulic jacks.
Wil rekeaze up do 11000 peilusing 100 psi 3ir. We nts are not thresded. Fef, drawing
Fobda fortan ktop mounting parks. bt available in 1221 mto.

580 Safety relief waboe, Relief = opstream of outkt check Venthole 101 MPT M or S
=eries 21 through 155,

HEn Ecternal zirpilot Provides B MPT portfor ectemal airo pilet ©or remote startEop.

irsc | Solid aircap.

F2AA0 Bl ctrie: =t ke envunter provision. Micm swich( B ZEG-2R0) mountedon uppercap

ripswwith each ey e

B35 Lewe | 1 ¢ lezning.

ek 1 High preszureautletport Fitz 14" 0.0, high prezzune threaded and coned tube.

fixy e Fiped echaustidrive ankyd. Forfield som ersion of any 23 HP pump. Prowid =534 bET
wch st part.

ek el Lpww tem perature drive, Enables op e mtion dovn 10 55F Some 2 ae rifice ofseal life 3t

o al tempersture, b or b Sse e,

B Stoke adjusherline lod es 23597 abow e]. Useful for metering applications . Knued
kro b with werticalsealeon pump eap,

ATHLA P return s pring . Provwid s imp oved Hillan suetion stroke pumping liguelied gases
by wtilizin g the inlet pressure. Onby avaikbleon b and WS sedes.

g Cyicle timerinstllad.
a i) Tz e reduction kitfitted.

/e SAE outletfor M-pumps, ¥ SAE, BRO0 psi[448 bar max,
214 EFR Seaksfortd and WS seriesforLquid Section.

oE S5 i for ¥ hp drive

250 ATEH Wlodilic ation (Peailable on S E&Z3T3 bt nothd e res),
BREI Conye rsion kit, neve stele exhanst mufiler

b spcet) Ectended life airdrive,




.75 hp (.56 kW) Pump Models

Mominal Displacement
Model Ratio M atimum Working Pressure per Cpele
o=y e s - ]
4B 14 1500 psi(103 ban Seuin(143mD
21 2300 psi(189 ban B cuin(92mh
25 2700 psi(185 ban 5 cuin(82ml
gl 3200 psi(Z21 ban 43cuin(Timh
37 3800 psi(262 ban 35cuin(5.7md
55 6000 psi(41d ban 22 cu in (36 mil
-5 1800 psi(838 ban ATeuin 28 ml
-100 10600 psi(731 ban A3cuin (21 mD
-150 18000 psi (1034 ban) 0B cuin(14m
for service codes, see page 17.
For welights and dimensions, see page 13
Key Features
+ One model available + Choice of wetted materials
in 9ratios

+ Single air head

+ Dutput pressures to + Drive pressure 3 psito
15000 psi (1034 bar) 100 psi (.2 o 7 bar)

+ Flows to 1.5gpm (5.7 Ifmin)

Dptionai Modifications

MNumber  Description Mumber  Description

pie ] s |

-C Airdrive contmls. ek Cyck timerinstalled.

LUy Extreme eyclingsenvice. Mot recommended for bong stall penods. 20637 SAE outletiitting forrato 3710 100, K° SAE 6500 psi(448 bar) max.
v Externalairpilot port K NPT. Allowws remote staristop of pump. 2104 Vion airdrive.

563 Lowe driv e air pressure. Alloves userto requlatedrive arto x bow xs 3 psi( 2 bar. 250 ATEX modii ¢ ation.

5160 Single actingdrive. Used forpumping iquelied 9ases under pressure. ST Extended life airdrive.

5975 K NPT portondrive forrecycle vabe connection.

el Motse reduction kitditted.




1.5 hp (1.12 KW) Pump Models

Koy Featuras

+ Choice of 11 models,

13 ratios, 48 possible
combinations

+ Output pressures to
50000 psi (3448 bar)

+ Choice of wetted materials
+ Single air head

+ Orive pressure 3 to 150 psi[.2
to 10bar)

+ Flowws to 22 gpm (83.01/min)

fiptional Modifications

Mumber
C

-CP

-ca

-CFD

16521

162

1633
1180
il
g

2000
00

=
ey
et

Dezcription

Air contm ks Hiker regulaion gauge, shut-off) . W NPT,

AR contmks with precizion requlaon ™ NPT,

B eontm b with recyvels bution. %" MET.

B contm b with precision requlzor and reeyele button. %" NPT,

Botom Inlet{designate "B betre ratio dash number "BR* on -B10, -B15, -BX2
and -BZE) 1.5 hp and 2 hp pumps (ot applicable © high output, chemical 22 hp,
ar R zeries pumps).

Additional upperfot bracket,

Lpww airpressure contm | feature. Foroperating atairpressures as bow as 3tod
pEil2to Fban. Includes 33880 modification.

Loty temnperature modilication. Far speeialsealing in airdrive foroperating
temperatres from as b 35 -20°F up o nomal + 30°F

Echaust adapter. With back pressure balanee piston.
Elevtricalstmbe counter provision. Inides BZEG-ZRO mic mswitch.
Mechanical stmoke counter, installed (Gdigi).

Interconnecting inlet-outlettbing. %™ female for #:1 mtio sedes pumps
(AT or DT 4).

Threaded wentiorpurge) porsonstandard distanee piece. Exeept 1.5:1 ratio.

Testport. Provides access portin pump's body betwveen inlet and outletcheck
walwezfor 1.5 hp and 2 hp pumps. -0 ratio or higher single 3eting,

Adr pikt modication, M MPT. Allves remote startfstop of pump.
Three-vimy eyeling spool. For 1.5 hp ard 2 hp zingle acting pumps. foruse with C0,

Single stmke modiication.

10 wetewe haskel cam

Model

Displacement
per Cpele

Morninal

Ratio Ml etimum Warking Pressure

|DSTL”‘| | 1.5 |lﬁJprsi[llbaﬂ |3lS¢uin[513Dml
e . .|
4

e ———————
200 cuin (3ZE0m)

ATV, 1200 psi [ bard
DT|I|'|'||
A ASE | B0 1600 il bar 4 ou il ml)
g;#sﬁ B15 | 2900 psifEs ban 2.7 cuin @43 ml)
] G000 psiZ M ban 16 cuin (A5G m
35 B0 psi (3 ban 12 cuin (19 ml
g} 930 p=il ban Jewin(11ml
—
awask | oo AGRI i (1133 bard & ouin[E.7 ml
OF, DF, A8 | 20000 psil137E bard 2% o0 in @45 ml
DETY
— :
HF, H3F, -151 28000 psif1 724 ban 28 cuin (4.5 ml
DEHF k7] 300 psi (2561 barl A8 cuin (20 m)
pen] 50000 psi (448 ban e in (23 ml

| HF | 450 |4BIIJ psilH0E bar | 03 ewin (1LAm)

(1 These sebies s "Lt pumps and madmun ootet
pressre i (aEr drive X pamp ratio) finetpressue

Far service codes, see page 17,
Far welghts and dimensions, see page 27

Mumber
FEAG
1060
1066
byl

F1M5

ol
ek

AdEah
ket
REAIG
BEE1G
AA330
bt ¢k
aan
800
ferkeL

SR

Dazcription

Double distnee piece. For 15 hp and 2 hp pumps onky except 151 mto.
Eetrem e senvice eycling modiication. Mot recommended forlong stall periods.
Echaustpilotwent combination.

EFRIEthylene pmpylene)static seals inwetted section. Appliesto distanee
pigce pumpsonky.

Sourgazdrive povision o WAL E specilications. 1.5 hp 022 hp distance
piece pumpsonby, single airhesd 3nd double air head.

Witon sealks airdrive.

Sewere Aretic by temperatire serdice, 25, 35, 80, 100, <180, <151, 226, 300,
450 ratios.

Fotate pump body 30° from standamd.

S8trim for 53 airdrive.

Tube ports. %" SAEinlet and outlet. For 15 hp to 2 hp pumps. 15 pump minimum.
Fobmrethane ("W ezl RorForTV sedes pumps, excepthigh output madels.
Stainlesssteel(AIS1-310) distanee piece. For 1.5 hpto 2 hp pumps.

Motse reduction kit fitted. Mot zvailable on & FD, DFD &5FD or DSFO.

HMER seal=in air drive section.

ATEH modfication (not swailable an A0 or DEEHW pumps),

¥ir High pressure outlet conve rts medivm ratio 10-122 autlet B portto high
Pressure port,

Ectended Iife airdrive.



1.5 hp (1.12 kW) High Qutput
Flow Pumps

Available in a choice of 3 models, these high output, lowe ratio
pumps are capable of pressures to 1200 psi (82 bar) and flow
rates of up to 22 gpm (83 [fmin). These are "lift" pumps whereby
the outlet pressure equals the air drive x the pum p ratio plus the
inlet pressure.

Model DSTY-1.5has a m aximum air drive of 150 psi {10 bar) and
is capable of pressures up to 160 psi (11 bar). The model ATY
and DTV -4 work on a maximum air drive of 150 psi {10 bar) and
have a maximum pressure rating of 1200 psi (83 bar). A noise
reduction modification is available for applications where noise
level is anissue.

Distance Piece (Separation)

Pumps with prefix "0 in the model number have aluminum
distance piece between the air drive and pump section (except
DSTV-1.5). Vent holes can be threaded 2" NPT female at extra
cost. Specify modification number 28000. Horizontal m ounting is
recomm ended for non-exchange of contaminants.

Mounting Brackets

All series mounting brackets have 7/18" holes (slots) for 3/8"
bolts. Upper mounting brackets are not furnished as standard
on single air head non-distance piece units.

Dimensional Data Mounting Brackeis

|NTI

-

r 1=

Optional Pump Inlets for Tank Mounting

To specify rtios \
-10,-15, -Zor ({2,\
add "BR® bewveen

the model number
and the rath, e.q.

To specify ratios
-25through 903,
add "B" bewveen
the modelnumber
and the ratio, e.q.

AW-BR10. AW-B25.

Inletextemalky Inleton the botom

threaded 174" and extemally

NPT male X ) threaded

Intemally threaded ® 1° NPT male

1° NPT female Intemalby threaded
¥e" NPT female

riveiniet andenhastae B NPTemde. Diveinktdsoincludes ate” NPTmae X NPSM Emale
(straightpipe firead) sawel adapte (connecing m de nipple shoudindude 207 inside bevel o propes i)

~ s » -
L o



2 & 2.2 hp (1.49 & 1.64 kW) Pump Models

3 hp (2.24 kW) Pump Models

12

Key Features

» Choice of 168 models,
13 ratios, 46 possible

combinations

+ Output pressures to
100000 psi {7000 bar)

+ Flows to 5 gpm (15 1fmin)

Key Features

+ One model available

in &ratios

+ Output pressures to
33000 psi (2275 bar)

+ Flow rates to & gpm (30 1/min)

v haskel.com

+ Choice of wetted materials
+ Double and triple air heads

+ DOrive pressure 3to
100 psi(.2to7 bar)

+ Single air head

+ Orive pressure 3to 150 psi (.2

to 10 bar)

Mominal Displacement
Model Ratio M aximum Working Pressure per Cpele

B2 3200 psi(z21 ban
-B32 4800 psi(331 bar)
52 8000 psi(552 bar
-2 11000 psi (758 bard
19000 psi(1310 ban)

4 cu in(B54 ml
2.7cuin@43ml
16cuin(BHmD
12cuin(19mh
Jeuin(11md

1z
HF, HSF, e 300 psi (275 ban) 4 cuin(6.7mh
DHEDSHF | o 50000 psi (3448 ban) 28cuin(@45ml
DXHF, 452 70000 psif42 7 ban) A8 cuinBOmD
DSXHF 02 7500 psi (5171 bar) Adeuin(23mh
DXHF, Rii) 0000 psi (4827 bar) A8euin(30ml
DSXHF B 7500 psi (5171 bar) Adeuin(23mh
| DSXHW | 137 | 100000 psi (5335 bar) | N3 euin(14mh
AFD,DSFD, | -BEO | 6500 psif4d ban 13 euin(Zml
DFD, ASFD

for service codes, see page ¥7.
for weights and dimensions, see page 20

Mominal Displacement

Model Ratio Maximum Working Pressure® perCycle

ASFD 10 1600 psi( 110 ban 81 cuin (1328 ml
15 2400 psi(165 bar 54 cuin B85 ml
25 4000 psi(276 ban) 33cuin(532ml
35 500 psi (36 ban 23 cuin (38 m)
1] 3300 psi (67 ban) 13 cuin (22 m
1M 16500 psi (1132 bar Beuin (134 ml
150 20000 psi( 1373 ban Heuin@m)
paird 000 psi(Z25 ban Beuwin (134 m)

" Continuous Aresmithent

forservice codes, see page 17,
for weights and dimensions, see page 21




Optional Modifications (for Z hp, 72 hp and 3 hp pump models)

Number
=

-

-CP

-Co

-CPO

B

16821

1631

16834
17680
25721
a4

23000

brellic)

2831
3%

nn
k]

Description

Air contmoks filter, regulator, gauge, shut-off. ¥e* NPT,

Air contro ks with precision requlaor ¥ NPT,

Air contm s with recyele button. ¥ NPT,

Air contm s with precision requlaor and recycle button. ¥ NPT,

Botom Inlet(designate “B* before ratio dash numbeg “BR® on -B10, -B15, -BZ2
and -B32) 1.5 hp and 2 hp pumps (notapplicable © high output, chemical, 22 hp,
or AUWD series pumps)

Lowy airpressure contmlfeature. Foroperating atairpressures as bw as 3to 4
psi(2Zto 3ban.

Lowe temperature modification. For specialsealing in airdrive foroperating
temperatures from as bw as -20°F up © nomal H120°F.

Exhaust adapter. With back pressure balance piston.
Electricalstroke counterprovision. Includes BZES-2RA micmoswitch.
Mechanical stroke counter. Installed (6 digi).

Interconnecting inlet-outlet tubing. ¥ female for ¢:1 ratio series pumps (ATV-4
orDTV-4).

Threaded ventlorpurge) portson standard distance piece. Eccept 1.5:1 ratio
and 3 hp pump.

Test port. Provides access portin pump's body between inlet and outletcheck
valvesfor1.5hp and 2 hp pumps, - 10 ratio or higher. single acting.

Air pilot modification. NPT - Allows remote startistop of pump.
Threewvay cyeling spool. For 1.5 hp and 2 hp single acting pumps.

Single stoke modiicaton. Except3 hp pump.
Double distance piece. For 1.5 hp and 2 hp pumpsonly, except1.5:1 ratio.

Mumber

FEmm
51050

51056
51331

51345

52188
53325

54635
54505
55191
55192
55133
5808
5M65
58516
5830
5353
5338
8M60
82800
86337

Description

Extrem e service eyeling modilication. Not recommended forlong stall periods.
Echaustpilotvent combiner.

EPR(Ethylene pmpylenel static seaks in wetted section. Appliesto distance
pigce pumpsonky.

Sourgasdrive provision o NAC.E specilications. 1.5 hp © 22 hp distance
piece pumpsonhy, single airhead and double air head.

Viton seals. Airdrive only —1.5hp o 22 hp pumpsanky.

Severe Arctic bw temperature service. -25, 35, 80, -100, -150, -151, -225, -300,
450 ratios except3hp pump.

Rotate pump body 90° from standam. Except3 hp pump.

SStrim or 53 airdrive.

Mounting ring kit for AWD seres.

3/4 NPT inlet portinstalled on AWD series (in place of threaded port).
Ectra ot bracket installed.

Tube ports. #* SAEinletand outlet—fr 15 hp© 2 hp pumps, 15 pump minimum.
Ceramic Plunger-60 Ratio.

Polurethane “W" sealin *F series pumps-except high output models.
Stainlesssteel($5-316) distance piece —for1.5thru 2 hp pumps.

Notse reduction kitiitted. Not available on AFD, DFD, ASFD or DSFD.
Cycle timerinstalied.

HNEBR Sealsin airdrive section.

ATEX modilicaton (not available on AW or DSXHUW pumps).

Ectended life airdrive.




6 hp (4.47 kW) Pump Models

Mominal Dizplacement
Model Ratio Ml etimum Warking Pressure per Cpele
[ N
GO, -1z 00 peil2W banl 159 cuin (250 m 1
GEFD,
DGFOM,
DGSFOM
OEsTVOn!

[
1A, G5, 35 376 psil302 ban G0 cu in (%5 ml)
BEZF Kol TE00 i (517 ban) 3500 in (57 mD)
DGS'I:l.f 00 10000 p=i (330 bar 24 cuin (HAml

(1 Doubie LcAng LMt AInps

for service codes, see page 17,
for weights and dimensions, see page 77,

Hey Features
+ Choice of 10models, 4 ratios,  + Single air head - Incorporating 10 models, this heawy duty range of double acting
20 possible combinations double acting purnps provide pressures up to 10000 psi (890 bar) and flow rates
+ Output pressures to + Drive pressure 3 to up tod gpm (1% |fmin].
10000 psi (830 bar) 125 psi (.2 to 9 bar) Designed to operate with air drive pressures between 40and 125
* Flowrratesto 21 gpm i801/min) Al hydraulic fluids, water psi [2.8and Sbar). For drive pressures 3to 40 psi (2 to 2.8 bar),
+ Choice of wetted materials [plain or O1), sohents order 51875-1mod.

B hp (5.97 kW) Pump Models

Mo inal Displacement
Muodel Ratin M atimum Wirking Pressure per Cpele
[
BEFD, im0 psifEisban 14 o in (2 m )
&0FD,
&0SFD,
B0STVD
&FD
£ F  __§F |
5FD 40 G000 pi 08 bard 9 euin( 1453 ml)
2DSFD 55 1000 psi 640 barl 5 ouin (892 ml)
000 | 1000 il ban 35 euin (575wl
— __x _F ___ _§ |
aHSFD B | 2R peil150 band 16 e in (255wl
Hey Features [0 Double Acing “Litt Fmps
+ Choice of Bmodels, Gratios, + Al hydraulic fluids, water
Jpossible combinations Iplain or O1), sohients, for sefiice codes, see page 17
+ Pressures to 22500 psi liquefied gases for weights and dimensions. see page 23
(1530 bar) + Choice of wetted materials
+ Flowratesta 11.5gpm + Single air head — double acting
(44 limin) + Orive pressure 3 to 126 psi
[.2to9hbar)

| wetewe haskel cam



10 hp (7.46 kW) Pump Models

Key Features

+ Choice of 4 models, 4 ratios,
4 possible combinations

+ Drive pressure 3 to 125 psi
(.2to 9bar)

+ All hydraulic fluids, water
{plain or O1), solvents,
liquefied gases

+ Choice of wetted materials

+ Pressures to 36000 psi
{2500 bar)

+ Flow rates to 3 gpm (11 1fmin)

QOptionai Modifications (for 6 hp, 8 hp and 10 hp pump)

Mumber  Description
OE—
C Aircontols.
17850 Electrical stroke counter prowision (inchdes BZES-2RQ micm switeh).
25721 Mechanicalstoke counterinstaled Gdigif.
20 Interconnectingtubing—6hp and@ hp pumps, double ended.
2071 Interconnectingtubing—6hp andS hp pumps, double ended low ratio pumps.

20 Same 3523077, 230771 double ended widistance piece.
2071 Same x5 23077, 23077-1 double ended widistanc e piece bywratio pumps.

Z30m Interconnectingtubing—10hp pumps.
2125 Extemalpilbbtmodication —for& hp thru 10 hp pumps.
51875-1 Loy air pressure control~forG hp thru 10 hp pumps.

A Sourgas airdrive provision to NACEspec.6 hp distance piece pumpsonky.

Mominal Displacement
Model Ratio M aximum Working Pressure per Cycle

0148TD 12851 16000 psi(1103 bar 38 cu in (194 2 m)
3151 36000 psi(M82 ban 35cuin (574 mD
C—
D14SFD 12501 16000 psi (1103 bar 88 cuin (194 2 ml)
315 36000 psi(M82 ban 35¢cuin (574 ml

(0 Doubie ocAng "Lt umps

fer service codes, see page 17.
For weights and dimensions, see page 23,

Incorporating two basic models, this heavy duty range of double
acting pumps provide pressures up to 36000 psi (2482 bar) and
output flow rate up to 3 gpm (11 [fmin).

Operating from amaximum air drive pressure of 125psi (9 bar),
these pumps are designed for medium to high pressure service
with minimum maintenance.

These large, slow speed pumps approach a seal life as high as &
times that of many smaller pumps and this advantage becomes
ever greater in heawy duty senvice invalving water, or other liquids
with negligible lubricity.

Mumber  Description
e
M2 Extreme senvice cycling modilicaton —for6 hp thru 10 hp pumps.

ke Echaustipilotyventcombiner.

5530 Interconnecting tubing 80 SFD-100 bowy pressure inlet
553301 Interconnecting tubing 80 SFD-100 high pressure inlet.
55306 Interconnecting tubing 30 SFD-225.

5002 Vionseaks —airdrive onky—6 hp.

51944 Vionseals—airdrive only -8 hp.

o Cyck timerinstalled.

250 ATEX modiication availablefors hp onky, not available on® hp or 14 hp drive, noron
G, GSE DGSE GSFD, or DGSFD models.

ety Ectended life airdrive.

i haskel.com
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Power System Specialists Quality and

':.' ."".
World safety standards and quality demands are rising. 5::;{'“ N After-Sale Service
Component manufacturers are required to provide test & @ Haskel meets the requirements of international
certificgtion aqd product quality assurancg which can only be' i& o] quality assurance |30 9001. Build quality is
determined using the types of systems which Haskel can provide. matched by an innovative design and problem
Typically, we have built system s for production and field testing solving ability which stems from years of years of experience.

the proof, leak, and burst aspects of hoses, cylinders, and valves.  Qurrepresentatives around the world are carefully chosen and
These systems can be portable, mobile, or static test rigs. We also  trained to help you arrive at a correct product choice, and to offer
offer a range of standard pressure packs used for power jacking, ~ @ Maintenance and parts service that is second to none.
clamping, and other applications where reliable power is needed.

Selecting Your Accessories

Haskel can either provide accessories separately or supply them fitted to form a complete
package suited to your application. Additionally, Haskel can fit customer nominated
accessories. Our accessories catalog is available and our technical support team is always
ready to advise you on the most suitable choice of accessories for your application.

+ Air pilot switches + High pressure valves, fittings and + Stainless steel check valves

s Ajr pilot valves tubing + Intensifiers with integral checks for

s Regulating relief valves * Plenum chambers cycling

» Directional control and release valves * Port adapters * Capillary type gauge snubbers

s Hydraulic accumulators, gas receivers * Pressure regulators Please ask for your copy of our latest
and storage cylinders + Bauge snubbers accessories brochure.

+ Filters




Liquids Compatible with
Haskel Pumps

To assistin easier pump selection, we have classified various
popular liquids in groups and assigned to each group a service
code. These service code numbers are featured in the chart to
the right and are designated for each pump series. Seals and
other wetted materials can be supplied to suit your preferred
liquid. For advice, please contact our technical services
personnel at 818-84.3-4000.

Services

Service Codes

1 Petroleum-bhased oils, kerosene, water with 5% soluble oil.
Z Plain water, diesel fuel.

7 Most phosphate ester-based fire-resistant hydraulic fluids,
e.¢. Pydraul, Lindol, Cellulube, Fyrquel, and Houghtosafe
1120 and petroleum-based solvents compatible with
UHMWPE (Ultra-high Molecular Weight Polyethylene)
dynamic seals and Viton static seals.

4 Petroleum-hased solvents, e.q. boron fuels, aromatic
hydrocarbons (benzene, toluene, xylene, hylene, etc.);
chlorinated solvents (trichlorethylene, carbon tetrachloride,
chlorobenzine, etc.); mercaptans, Dowtherm A, fluoronated
solvents {fluorobenzene, fluorochlorethylene, etc.);
Dowitherm E, plus all of Group 3 and some mildly corrosive
acids compatible with wetted materials. See note 5A
for service with methyl-ethyl-ketone, methyl acetone,
diacetone, alcohol and freon 22.

5 Skydrol and Aerosafe hydraulic fluid; acetone and some
alcohols {ethyl, methyl, and isopropyl).
5A. Also suitable for these fluids if Viton static seals are
replaced with EPR; specify modification number 51331 {no
extra charge); e.q., 51331-MDTV-5. Most phosphate ester-
based fluids solidify at approximately 30000 psi.

& Deionized water; demineralized water.

Note: Dynamic seal life with non-lubricating fuids will

understandably be less than with lubricating types.

Operating Temperatures

Drive Section

-4° {25°F} to +65°C {150°F) (low temperature seals are available
for Arctic operation).

Liguid Section

For reasonable seal life, high temperature should be limited
to 64° G {130° F}, for F and W seal models, 136° C {(275° Fy-for T
and TV models {with distance piece).

o

]

N

15
22

171

Model

M3
MO
MOSTV
RCPY
247123

| ————
4B 1410 -37
4B -Bato 150

83FD
o0FD
AOSFD
A0STVD
BHSFD

e
14570 -315
D145FD 125
[M45FD -315

=

Services

2

3

L]

11

5

11
11
11

5A 6

1
[ I P N O
.

wanaw. haskel.com

17



.33 hp (.25 kW) M Series Pump Models

NB. Plan view of
M-Pump is common to
all M-Series pumps.

Net weight 2.65 kg 76 mm [[ 7
Boxed weight2.9kg (3")
Box size 23 x 18x 12 cm
|<_v__158 mm___
(63/|v)”) "]
4" NPT Air Drive Inlet |
o o]—
9 - 159 mm
(6%:")
| |
=
\
4=]—— Y233 mm ! \
(9%s") l \
\\
" %" NPT
%" NPT /2
Liquid Inlet Outlet
M-7,M-12 MS-7, MS-12

approx. weight 9 Ibs (4 kg)

approx. weight 9 Ibs (4 kg)

Net weight 4 kg
Boxed weight4.25kg
Boxsize 23 x 18x 12 cm

A =
\99 ,
é’,b |
Netweight2.5kg !
Boxed weight2.75 kg 0’/],[ 185 mm
Boxsize 23x 18x 12 cm 4/ (7'%")
. 125mm 3 S
(475" V" NPT Q
42 mm Air Drive
(1%") Inlet S
® &~<|— z
= T
C 150 mm
(574")
\ 170 mm
‘ (6‘ 1,‘6”)
| .
8| | ®
Integral 3 ; | ’
Exhaust ’% = iy
Muffler ) %" NPT
N NeT Outlet

Liquid Inlet
MS-21, MS-36, MS-71,

MS$-110, MS-188, MS-220
approx. weight6 Ibs (2.7 kg)

www.haskel.com

M-21, M-36, M-71, M-110,
M-188 approx. weight6 Ibs
{2.7 kg)

(4%")

108 mm

Net weight 6 kg
Boxed weight8.5kg
Box size 30 x 20x 15.¢m

~ V4" NPT Air Drive Inlet

248
(934"

232 mm
(9'%")

.y Uy \

%" NPT
Outlet

1" NPT
Liquid Inlet

M-5 approx. weight 9 1bs (4 kg)



125 mm
(47%")

Y:" NPT Air Drive Inlet

213 mm
(8%")
L 1" NPT
182 mm 2
%) | Drain

%" NPT

%" NPT Outlet
Liquid Inlet

29723-21,29723-36, 29723-11, 29723-110
approx. weight 65 lbs (3 kyg)

425"
S
o ht——3.18°
164" e
—»{ 168"
— 82"
T —1.10
a2 | /_A:,R |NLE — pt——|
Bl s :
‘g‘f T 1-4— 20"
(ALL oo M5)
' 9.50" VENT
375" (M5 18" NPT
@ BT ms)
+ = E— 8.88"
(M-5)
350" | ﬁ 475"
425" i
e . ; | A=l
el ] e
T T Lo 0 H
5.25" Hl B £ i ¥
widn [giilile | 1\ 1 N
!
i N j \ voypwer | uoum QUTLET
Ul /_'L.J @Caot e
62
5/16" MOUNTING SLOTS (4 PLCS ) B LIQUID OUTLET
112" NPT
(M5 ONLY)
MDSTV-5

Approx weight 15 1/2 Ibs (7 kg)

.75 hp (.56 kW) Pump Models

MOUNTING AIR DRIVE
7-1/8 HOLES INLET
(181] 3/8" DIA PORT
| 41118 (4PLCS) 112" NPT LIQUID OUTLET
[119] MUFFLER \ PORT 1/2' NPT
ey / l
2 6-3/16 5-1/32 4-13/16 |
[41] l [157) [128)  [122] 8-7/8 | 1-58
o 3-7/16 [229) [41)
[87) f
| j
3-3/32 3-3132
(78] (78]
2-7/16 Model 4B-14, 4B-21, 4B-25, [
(18] 4B-30 and 4B-37
LIQUID INLET
PORT 3/4' NPT
7-1/8, MOUNTING  AIR DRIVE
[181] HOLES INLET
23/64 3/8" DIA PORT LiQUID OUTLET
— {9 — (4 PLCS) 172" NPT PORT 174" NPT
MUFFLER I
' >
— I / ]
o 5-1/32 4-13/16
[14‘5;/8 t  51/4[139) [127.6) (122) a4 1-1/8
— 2-1/16 [216) [41]
- [52)
2-11116 2314 [70)
[68]
SriE Model 4B-55 through T
62) 4B-150

LIQUID INLET
PORT 1/2" NPT

OPTIONAL 1/8" NPT
EXTERNAL PILOT
CONNECTION

REF P/N 56594

OPTIONAL 1/8" NPT
EXTERNAL PILOT
CONNECTION

REF P/N 56594

wwav.haskel.com
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- F 7.19 ||a2: it y \ll
4.13[1048)
79.7)
7.75(196.8]
r
15.06 [382.3]
Q44111) 79.0)
L
DSFD-B60 |
437[111.0)
Netweight 18 kg
Boxed weight20kg
Box size 68x 42 x 50 cm
PUMP INLET e}
172° NPT
552 mm
Netweight 10kg @21%)
Boxed weight 11 kg
Box size 37 x 37 x 38 cm
Air
5 Ai: ot : 289 mm
rive Inlef (11%"
| st Liquid
15" NPT Outlet
- Liquid "/4HP
; Outlet Port
188 mm 222 mm - 1" NPT Liquid Inlet NOTE 1 Kilogram (kg) = 2.2 Ib 25.4mm = 1inch
(7%") (8%")
1.5 and 2 hp low ratio pumps; 1.5 and 2 hp high ratio pumps;
-B10 and -B15 ratios -683 and -903 ratios
Netweight 14 kg
Boxed weight 15 kg i
Box size 52 x 40x 40 cm
Breather
286 mm
(1% T
i 74")
Air
Drive
Exhaust _ %" NPT {-52, -72, +22)
> Liquid
" NPT . Outlet
Liquid i
Inlet ¥ HP port (-202, -302)

188 mm 234 mm
(77"} (9%:")

1.5 and 2 hp medium ratio pumps; 3
-52,-12, 122, -202 and -302 ratios

2&2.2 hp (1.49 & 1.64 kW) Pump Models
20 www.haskel.com



Metweight 18 kg
Boxed weight 19 kg
Box size 45 X 37x 44 cm

Air
Drive

Air

1 Drive Inlet 371 mm

Exhaust._| (14%")
| Liquid Inlet
344 mm 1" NPT
(13%¢")
e 224 mm
(95/0 ) (8!3/'6")
Liquid Outlet 1" NPT
DSTV-1.5 pump; single
acting, high output
Net weight 9.5 kg
Boxed weight 10kg
Boxsize 25% 26X 22 cm
232 mm
(9%")
| %" NPT
Liquid
Outlet

(7'./8")
15" NPT Liquid Inlet

(9%5")

1.5 and 2 hp medium and high ratios; -25
through -150, -151, -225, -300 and -450 ratios

Netweight 10 kg
Boxed weight 11kg
Box size 45% 37x 44 cm

Air
Drive
Exhaust

(12'4")

%" NPT
Vent

Liquid
Outlet
Port
%" NPT

(9%") 1" NPT
Liquid Inlet Port

306 mm
ATV-4 pumps; double acting, high output

Note: For model DTV, add distance piece dimension from page 11.
Interconnecting inlet and outlet port tubing shown.

%" NPT
[>-Pump Outiet

188 mm ——
(7 W)

Pump Inlet

AFD or ASFD, -B60, -B100 pumgps;
double acting, high output

3 hp (2.24 kW) Pump Models

ASFD-15

3.57 71
Moos™ ™ s ™
N —

- 1523 (3871 -’

= S DUTLET PORT
174° HIGH PRESSURE
/4N <9/16-18 THREAD)

ASFD-202

HYD, OUTLET PORT -
12 NP, o "5"
40 4A|s 3
T10.1) (1064 e
Y. ‘ b £
! >
ASFD-25
ASFD-35,
ASFD-60
ASFD-1007, 3" med.
ASFD-150) pressure

INLET PORT
172* NPT

wwav.haskel.com
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6 hp (4.47 kW) Pump Models

508 mm

Net weight 31 bs (14 kg)
Boxed weight 35 Ibs {16 kg)
Boxsize 52x39x39cm |

Allmodels have 2 off 1%~

NPT air exhaustports
and 1 off%” NPT air drive
inletports.
~—202 mMm———
(8'%¢")
210 mm 232 mm 244 mm
(%") (9'%") (9%5")

Models GW, GSF nominal ratio 35, 60 100:1

695 mm

7S mm_ 75 mmi___
"hz“/.zg‘(zw.e")
S 3/4" NPT
Air Drive
Inlet

(9%")

Air Exhaust {
Ports ‘z

Liquid
Outlet
Port

1-%4" NPT Liquid Inlet

Net weight 411bs (18,5 kg)
Boxed weight48(22 kg)
Box size 66:x41x 49 cm

(27%")

\‘
Distance

%" NPT
Liquid
Outlet

Port

1-14"NPT Liquid Iniet

Piece Vent
| 232 mm 422 mm
(9%") (16%")

Models DGF, DGSF, DGSTV nominal ratio 35, 60 100:1

Netweight 57 Ibs (26 kg) 600 mm

Boxed weight61(27 kg)
Box size 66x41x43cm

(23%")

Ifinterconnecting piping for the two |
inlets and two outiets is required, specify
modification 29077 with your order. |

4
Typical Interconnecting
Piping

8“}

Net weight 66 Ibs (30 kg)
Boxed weight 75 Ibs (34 kg)
Box size 31x51x 39 cm

244 mm

178 mm
(7)

178 mm
7)

(8%")

Models GWD, GSFD nominal ratio 12:1

Ifinterconnecting piping for the two inlets and two outlets
is required, specify modification 29078 with your order.

%" NPT Vent Port
2 Places)

End dimensions as GW/GSF

—34* NPT
Liquid Outiet
(2 off Ports)

1-%" NPT Liquid
Inlet (2 off Ports)

End dimensions as GW/GSF

— %”NPT
Liquid Outlet
(2 off Ports)

1-1%4" NPT Liquid
Inlet (2 off Ports)

297 mm 244 mm 297 mm
(11"%¢") (9%") (111%)
- 33" -

Models DGFD, DGSFD, DGSTVD nominal ratio 12:1

22 www.haskel.com



8 hp (5.97 kW) Pump Models

Model

8FD-25
8SFD-25

8DFD-25
8DSFD-25
8DSTVD-25

8SFD-40

8SFD-65

8HSFD-225

8DSFD-100

Length

25%" (644.5 mm)

34%" (833 mm)

267" (683 mm)

264" (683 mm)

2% {721)

41% (1060 mm)

Width

94" (241 mm}

94" (241 mm)

9% (241 mm)

94" (241 mm)

9% (241 mm}

914" (241 mm)

Height

17 {279 mm})

11" {273 mm})

11" {279 mm)

11" {279 mm)

11" 279 mm)

11 {279 mm})

Weight

801bs (36 kg}

941bs (43kg)

641bs {29kg)

631bs {285kg)

711bs (32kg)

921bs (42kg)

Air Drive

e

=

10 hp (7.46 kW) Pump Models

END ELEVATION

3" NPT Air Drive
Inlet Port —___

1

Ya™ NPT

Drive Exhaust
Ports

Liguid Inlet

1% NPT

1% NPT®

1“NPT

1“NPT

%" MYP (20K coned
and threaded
connection}

1% NPT®

Approx. net weight 320 Ibs {145 kg)

Tubing and mufllers
are optional

1" Dia. Mounting Hole (Typical 4 places)

(41%,")

— (1215") ——

More detailed dimensional drawings

available on request

Note: See 29079 interconnecting tubing optional page 15. {29079 shown )
Single Inletport—3%JIC male flare connection, single outletport 3% HP ports {BuTech ).
Individual Pump ports — Liquid inlets 2 ea. %2 NPT ports, 2 ea. % HP ports (BuTech]

Liguid Outlet

%" MYP (20K coned
and threaded

www.haskel.com
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o Has kel International, Inc.

CELEEBRATING DWER B0 i 14 100 Exst Brsham Placa

YEARS OF HYDRAULIC AMD (\? Burbank, California 31502 US4

PNEUMATIC ENGINEERING Tel: &18-003-9000 § Fape; £16- BEG- 2549 or &1 8-541-4291
wewewhaskelcam

EXFERIEMCE IN THE DESIGHN - Haskel Europe Ltd.

AMD MAMUFACTURING wezs  Farth Hylton Road

OF HIGH PRESSURE Zundarland A6 30, England, UK
Tel 4g-191-543-1212 J Faoe; d4-191-549-0911
wewhaskeleurope com

Has kel Middle East

Hamilton Sundstrand Industrial ME FZE

PO Box 262384 Jebel Al, Dubai, United Arsb Emirates
Tel+971 8885 2686 Fao 4971 4085 2687

Email: sales@haskel an

GEMERATIMNG EQUIPMENT
AMD COMTROLS

Has kel Asia

Hamilton Sundstrand Singapore Industral Pre. Lid.
23 Tagore Lane A13-08

Tagore 23Warehouse Compler, Singapore 787801
Tel: 65-B4RE-TEET f Far; BE-B4EE- 4]

woww haskelcomsg

For further information on Has kel
products, please visit us online at
vwyrvs _haskel com
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TRONAIR®

HC-1932
4000 psi Hand Pump
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With
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When ordering Replacement Parts/Kits, please specify Model, Color and Serial Number of your Unit.

Tronair, Inc. Phone: (419) 866-6301 | 800-426-6301
1 Air Cargo Pkwy East Web: www.tronair.com
Swanton, OH 43558 Email: sales@tronair.com






TRONAIR®

INSTRUCTIONS

This pump is compatible with MIL-PRF-5606/MIL-H-83282 Hydraulic Fluids only.

1
2
3.
4

HC-1932
4000 psI Hand Pump

Inspect all parts. Replace all worn or otherwise defective parts.
Clean all parts prior to re-assembly.
Lubricate all O-rings with clean system hydraulic fluid prior to installation.
Torque pump screws (Item 4) to 10 ft-Ibs.
Parts List
Reference lllustration on following page.
Item Part Number Description Qty
4 518-000 Screw, Socket Head Cap 4
9 Not Sold Separately Pump Body 1
10 H-2463 Assembly, Relief Screw 1
24 506-000 Flange Half 4
Not Shown | H-1009-01 Handle 1
K-1068 Kit, Linkage Replacement; consists of:
17 Bracket, Pump Handle 1
18 Assembly, Clevis Pin 1
19 Assembly, Linkage Pin 2
20 Strap 2
23 Pivot 1
K-1778 Kit, Piston/Cylinder Replacement; consists of:
1 Retainer, Wiper 1
21 Tube 1
22 Piston 1
25 Assembly, Valve Body (Includes Items 7, 12, 25, 26) 1
K-1906 Kit, Piston/Seal Replacement; consists of:
3 Ring, Backup 1
5 O-ring, Piston 1
22 Piston 1
K-3342 Kit, Internal Parts Replacement; consists of:
12 Spring, Inlet Check 1
26 Ball, Inlet Check 2
28 Ball, Outlet Check 1
29 Spring, Outlet Check 1
33 Spring, Inlet Check 1
K-3343 Kit, Release Screw Replacement; consists of:
13 Screw, Release 1
14 Pin, Roll 1
15 Retainer, Screw 1
16 O-ring 1
K-3441 Kit, Seal Replacement; consists of:
2 Wiper, Rod 1
3 Ring, Backup 1
5 O-ring, Piston 1
6 O-ring, Valve Body 1
8 O-ring, Tube Seal 1
11 O-ring, Relief Screw 1
16 O-ring, Release Screw 1
27 O-ring, Outlet Check 1
34 Ring, Backup Relief Screw 1
35 O-ring, Relief Screw 1
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Parts List lllustrations

WARNING!
A Item 10 (H-2463) is a preset relief valve. Do not disassemble this valve.

Replacement parts are available as a preset relief valve assembly.
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