








Part # Description Qty

0004.19 GEAR SHAFT “S124-3/4”/S151-3/4” 1
0007.21 OIL SEAL D17 1
0213.43 RED.GEAR WHEEL Z=40 “S151-GR” 1
0214.08 BALL BEARING D15 1
0228.43 COUPLER “S151” 1
0602.05 GASKET 1
0605.47 GASKET D13 2

Part # Description Qty

0614.11 SET SCREW M6X6 1
1403.05 WASHER M8 4
1403.09 WASHER M10 4
1603.67 PLUG G1/4 2
1603.69 OIL PLUG G1/4 + GASKET 1
1804.07 HEX BOLT M10X25 4
1807.07 HEX BOLT 5/16X1” UNF 4

GAS ENGINE GEAR REDUCTION FOR
KAPPA-25 DIAPHRAGM PUMPS

on GAS ENGINES with 3/4” SHAFTS
REQUIRES 3 OZ. 90W GEAR LUBE

5085.F7
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Part # Description Qty
0113.13 BALL SEAT 2
0202.69 3/4" BRASS BARB 1
0202.75 BYPASS HOSE BARB 1
0204.07 BODY 1
0205.14 CYLINDER 1
0205.16 SPRING GUIDE 1
0208.38 DISCHARGE PLATE 1
0208.39 SELECTOR BODY 1
0252.05 SPRING BODY 1
0604.09 DISCHARGE BARB NUT 2
0604.29 BARB NUT 1
0604.36 NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE (RIGHT) 3
0803.13 LEVER 1
0901.24 SPRING 1
0901.44 SPRING 1
0903.26 DIAPHRAGM 1
1101.04 O-RING n 1
1101.12 O-RING 1

Part # Description Qty
1101.41 O-RING n 3
1101.66 O-RING n 1
1101.67 O-RING n 1
1106.09 O-RING n 1
1204.19 STEEL POPPET n 1
1403.06 WASHER 1
1403.07 WASHER 4
1501.29 SEAT n 1
1504.02 BYPASS SEAT 1
1507.13 ROLL PIN 1
1518.05 CONTROL UNIT BALL 1
1531.03 CONTROL SELECTOR 1
1603.44 PLUG 2
1801.17 ADJUSTMENT KNOB 1
1805.13 BOLT 7
1805.19 BOLT 4
1810.01 STAINLESS STEEL BOLT n 1
6062.56 REPAIR KIT FOR 6004.05 CONTROL UNIT (KIT 555)
GG1000 PRESSURE GAUGE - 1000 PSI BOTTOM MOUNT 1

n Parts Included in Repair Kit #6062.56 (KIT 555)

Revised 11-17-2021

The control unit features a manual dump valve, pressure control knob, glycerine filled pressure gauge, and two ball valve discharge ports.

1. Before operating or re-operating the pump move lever (0803.13) to the dump position (Right) so the pump will start at zero pressure. (Failure 
to do so will void the pump warranty.)

2. Turn pressure adjustment knob (1801.17) counter clockwise to relieve spring tension. This step only applies to the initial start up and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from the system.
4. Move lever (0803.13) to the pressure position (Left) open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise 

until desired operating pressure is achieved.

6004.05
Maximum Flow 32.0 GPM / 121 lpm
Maximum Pressure 400 PSI / 41 bar
Inlet Port - Hose Barb 3/4” HB
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 1” HB

Adjustable Pressure Regulator 

KIT 555

GG1000
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KIT 555

GG1000

Part # Description Qty
0113.13 BALL SEAT 2
0202.69 3/4" BRASS BARB 1
0202.75 BYPASS HOSE BARB 1
0204.07 BODY 1
0205.14 CYLINDER 1
0205.16 SPRING GUIDE 1
0208.38 DISCHARGE PLATE 1
0208.39 SELECTOR BODY 1
0252.05 SPRING BODY 1
0604.09 DISCHARGE BARB NUT 2
0604.29 BARB NUT 1
0604.36 NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE (RIGHT) 3
0803.13 LEVER 1
0901.24 SPRING 1
0901.44 SPRING 1
0903.26 DIAPHRAGM 1
1101.04 O-RING n 1
1101.12 O-RING 1

Part # Description Qty
1101.41 O-RING n 3
1101.66 O-RING n 1
1101.67 O-RING n 1
1106.09 O-RING n 1
1204.19 STEEL POPPET n 1
1403.06 WASHER 1
1403.07 WASHER 4
1501.29 SEAT n 1
1504.02 BYPASS SEAT 1
1507.13 ROLL PIN 1
1518.05 CONTROL UNIT BALL 1
1531.03 CONTROL SELECTOR 1
1603.44 PLUG 2
1801.17 ADJUSTMENT KNOB 1
1805.13 BOLT 7
1805.19 BOLT 4
1810.01 STAINLESS STEEL BOLT n 1
6062.56 REPAIR KIT FOR 6004.06 CONTROL UNIT (KIT 555)
GG1000 PRESSURE GAUGE - 1000 PSI BOTTOM MOUNT 1

n Parts Included in Repair Kit #6062.56 (KIT 555)

Revised 11-17-2021

The control unit features a manual dump valve, pressure control knob, glycerine filled pressure gauge, and two ball valve discharge ports.

1. Before operating or re-operating the pump move lever (0803.13) to the dump position (Right) so the pump will start at zero pressure. (Failure 
to do so will void the pump warranty.)

2. Turn pressure adjustment knob (1801.17) counter clockwise to relieve spring tension. This step only applies to the initial start up and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from the system.
4. Move lever (0803.13) to the pressure position (Left) open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise 

until desired operating pressure is achieved.

6004.06
Maximum Flow 32.0 GPM / 121 lpm
Maximum Pressure 580 PSI / 40 bar
Inlet Port - Hose Barb 3/4” HB
Outlet Ports - Hose Barb, Valve (3) 1/2” HB
Bypass - Hose Barb 1” HB

Adjustable Pressure Regulator 
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Part # Description Qty
0101.05 LEVER GUIDE 1
0202.04 1" BRASS ELBOW HOSE BARB 1
0204.24 VALVE BODY 1
0205.01 VALVE CYLINDER 1
0303.41 NUT 1
0501.51 FLANGE 1
0604.01 BARB NUT 1
0901.05 SPRING 1
0901.30 PRESSURE BAIL 1
0901.26 SPRING 1
0902.05 HANDLE 1
0903.25 n DIAPHRAGM 1
1101.01 n O-RING - BYPASS FLANGE 1
1101.05 O-RING - BYPASS HOSE BARB 1

Part # Description Qty
1101.31 n O-RING - VALVE BODY 1
1203.32/N INLET ELBOW - 3/4” MALE NPT 1
1204.13 POPPET n 1
1219.54 HANDLE COVER - RUBBER 1
1501.25 SEAT n 1
1503.11 REGULATOR STEM 1
1507.07 PIN 2
1801.02 ADJUSTMENT KNOB 1
1805.36 BOLT 4
1810.01 BOLT - STAINLESS STEEL n 1
GG1500 HIGH PRESSURE GAUGE (OPTIONAL) 1
6062.54 REPAIR KIT (KIT 553)

n Parts Included in Repair Kit #6062.54 (KIT 553)

Revised 11-17-2021

OPERATING INSTRUCTIONS

1. Before operating or re-operating pump, lift R.V. Handle (0902.05) so pump will start at zero pressure.
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn Pressure Adjustment Knob (1801.02) counter-clockwise to relieve spring tension. (Step 2 is only necessary 

on initial start-up and is not necessary for daily operation.)
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return R.V. Handle (0902.05) to down position. Open spray gun or spray boom and turn adjustment knob 

(1801.02) clockwise until desired operating pressure is achieved.

181001
120332/N

150125
110101
050151

090130
150707
090205

180536
141102

121954

180102

090105
010105
150707
020501
090126
150311
020424

110131
090325
120413
160368
060547
030341

060401

020204
110105

By-Pass

KIT 553

6005.05/N
Maximum Flow 47.3 GPM / 179.2 lpm
Maximum Pressure 1200 PSI / 81 bar
Inlet Port 3/4” Male NPT
Outlet Ports -
Bypass - Hose Barb 1” HB

Adjustable Pressure Regulator 
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Part # Description Qty
0101.05 LEVER GUIDE 1
0202.04 1" BRASS ELBOW HOSE BARB 1
0204.24 VALVE BODY 1
0205.01 VALVE CYLINDER 1
0303.41 NUT 1
0501.51 FLANGE 1
0604.01 BARB NUT 1
0901.05 SPRING 1
0901.30 PRESSURE BAIL 1
0901.26 SPRING 1
0902.05 HANDLE 1
0903.25 n DIAPHRAGM 1
1101.01 n O-RING - BYPASS FLANGE 1
1101.05 O-RING - BYPASS HOSE BARB 1

Part # Description Qty
1101.31 n O-RING - VALVE BODY 1
1203.32 INLET ELBOW - 3/4” MALE BSP 1
1204.13 POPPET n 1
1219.54 HANDLE COVER - RUBBER 1
1501.25 SEAT n 1
1503.11 REGULATOR STEM 1
1507.07 PIN 2
1801.02 ADJUSTMENT KNOB 1
1805.36 BOLT 4
1810.01 BOLT - STAINLESS STEEL n 1
GG1500 HIGH PRESSURE GAUGE (OPTIONAL) 1
6062.54 REPAIR KIT (KIT 553)

n Parts Included in Repair Kit #6062.54 (KIT 553)

Revised 11-17-2021

OPERATING INSTRUCTIONS

1. Before operating or re-operating pump, lift R.V. Handle (0902.05) so pump will start at zero pressure.
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn Pressure Adjustment Knob (1801.02) counter-clockwise to relieve spring tension. (Step 2 is only necessary 

on initial start-up and is not necessary for daily operation.)
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return R.V. Handle (0902.05) to down position. Open spray gun or spray boom and turn adjustment knob 

(1801.02) clockwise until desired operating pressure is achieved.

181001
120332
150125
110101
050151

090130
150707
090205

180536
141102

121954

180102

090105
010105
150707
020501
090126
150311
020424

110131
090325
120413
160368
060547
030341

060401

020204
110105

By-Pass

KIT 553

6005.05
Maximum Flow 47.3 GPM / 179.2 lpm
Maximum Pressure 1200 PSI / 81 bar
Inlet Port 3/4” Male BSP
Outlet Ports -
Bypass - Hose Barb 1” HB

Adjustable Pressure Regulator 
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Part # Description Qty
0101.05 LEVER GUIDE 1
0202.84 1" BRASS ELBOW HOSE BARB 1
0204.24 VALVE BODY 1
0205.01 VALVE CYLINDER 1
0303.41 NUT 1
0501.50 FLANGE 1
0604.61 BARB NUT 1
0901.05 SPRING 1
0901.30 PRESSURE BAIL 1
0901.26 SPRING 1
0902.05 HANDLE 1
0903.25 n DIAPHRAGM 1
1101.01 n O-RING - BYPASS FLANGE 1
1101.31 n O-RING - VALVE BODY 1

Part # Description Qty
1101.77 O-RING - BYPASS HOSE BARB 1
1203.32/N INLET ELBOW - 3/4” MALE NPT 1
1204.13 POPPET n 1
1219.54 HANDLE COVER - RUBBER 1
1501.25 SEAT n 1
1503.11 REGULATOR STEM 1
1507.07 PIN 2
1801.02 ADJUSTMENT KNOB 1
1805.36 BOLT 4
1810.01 BOLT - STAINLESS STEEL n 1
GG1500 HIGH PRESSURE GAUGE (OPTIONAL) 1
6062.54 REPAIR KIT (KIT 553)

n Parts Included in Repair Kit #6062.54 (KIT 553)

Revised 11-17-2021

OPERATING INSTRUCTIONS

1. Before operating or re-operating pump, lift R.V. Handle (0902.05) so pump will start at zero pressure.
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn Pressure Adjustment Knob (1801.02) counter-clockwise to relieve spring tension. (Step 2 is only necessary 

on initial start-up and is not necessary for daily operation.)
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return R.V. Handle (0902.05) to down position. Open spray gun or spray boom and turn adjustment knob 

(1801.02) clockwise until desired operating pressure is achieved.

181001
120332/N

150125
110101
050150

090130
150707
090205

180536
141102

121954

180102

090105
010105
150707
020501
090126
150311
020424

110131
090325
120413
160368
060547
030341

060461

020284

110177

By-Pass

KIT 553

6005.08/N
Maximum Flow 66.0 GPM / 250 lpm
Maximum Pressure 1200 PSI / 81 bar
Inlet Port 3/4” MNPT
Outlet Ports -
Bypass - Hose Barb 1-1/2” HB

Adjustable Pressure Regulator 
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Part # Description Qty
0101.05 LEVER GUIDE 1
0202.84 1" BRASS ELBOW HOSE BARB 1
0204.24 VALVE BODY 1
0205.01 VALVE CYLINDER 1
0303.41 NUT 1
0501.50 FLANGE 1
0604.61 BARB NUT 1
0901.05 SPRING 1
0901.30 PRESSURE BAIL 1
0901.26 SPRING 1
0902.05 HANDLE 1
0903.25 n DIAPHRAGM 1
1101.01 n O-RING - BYPASS FLANGE 1
1101.31 n O-RING - VALVE BODY 1

Part # Description Qty
1101.77 O-RING - BYPASS HOSE BARB 1
1203.32 INLET ELBOW - 3/4” MALE BSP 1
1204.13 POPPET n 1
1219.54 HANDLE COVER - RUBBER 1
1501.25 SEAT n 1
1503.11 REGULATOR STEM 1
1507.07 PIN 2
1801.02 ADJUSTMENT KNOB 1
1805.36 BOLT 4
1810.01 BOLT - STAINLESS STEEL n 1
GG1500 HIGH PRESSURE GAUGE (OPTIONAL) 1
6062.54 REPAIR KIT (KIT 553)

n Parts Included in Repair Kit #6062.54 (KIT 553)

Revised 11-17-2021

OPERATING INSTRUCTIONS

1. Before operating or re-operating pump, lift R.V. Handle (0902.05) so pump will start at zero pressure.
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn Pressure Adjustment Knob (1801.02) counter-clockwise to relieve spring tension. (Step 2 is only necessary 

on initial start-up and is not necessary for daily operation.)
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return R.V. Handle (0902.05) to down position. Open spray gun or spray boom and turn adjustment knob 

(1801.02) clockwise until desired operating pressure is achieved.

181001
120332
150125
110101
050150

090130
150707
090205

180536
141102

121954

180102

090105
010105
150707
020501
090126
150311
020424

110131
090325
120413
160368
060547
030341

060461

020284

110177

By-Pass

KIT 553

6005.08
Maximum Flow 66.0 GPM / 250 lpm
Maximum Pressure 1200 PSI / 81 bar
Inlet Port 3/4” Male BSP
Outlet Ports -
Bypass - Hose Barb 1-1/2” HB

Adjustable Pressure Regulator 
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/N

KIT 553

Part # Description Qty
0101.01 LEVER GUIDE 1
0202.91 1-1/4" BRASS ELBOW HOSE BARB 1
0204.31 VALVE BODY 1
0205.09 VALVE CYLINDER 1
0303.41 NUT 1
0501.66 FLANGE 1
0604.13 BARB NUT 1
0901.05 SPRING 1
0901.10 PRESSURE BAIL 1
0901.26 SPRING 1
0902.01 HANDLE 1
0903.25 DIAPHRAGM n 1
1101.01 O-RING n 1
1101.02 O-RING 1

Part # Description Qty
1101.31 O-RING n 1
1203.35/N 3/4" MNPT INLET ELBOW 1
1204.13 POPPET n 1
1501.25 SEAT n 1
1503.11 REGULATOR STEM 1
1507.07 PIN 2
1801.01 ADJUSTMENT KNOB 1
1805.26 BOLT 3
1810.01 STAINLESS STEEL BOLT n 1
GG-1500 HIGH PRESSURE GAUGE (OPTIONAL) 1
6062.54 REPAIR KIT (KIT 553) 1

n Parts Included in Repair Kit #6062.54 (KIT 553)

Revised 11-17-2021

OPERATING INSTRUCTIONS

1. Before operating or re-operating pump, lift R.V. Handle (0902.01) so pump will start at zero pressure. FAILURE TO DO SO WILL VOID 
PUMP WARRANTY.

2. Turn Pressure Adjustment Knob (1801.01) counter-clockwise to relieve spring tension. (Step 2 is only necessary on initial start-up and is not 
necessary for daily operation.)

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return R.V. Handle (0902.01) to down position. Open spray gun or spray boom and turn adjustment knob (1801.01) clockwise until desired 

operating pressure is achieved.

6005.14/N
Maximum Flow 66.0 GPM / 250 lpm
Maximum Pressure 1200 PSI / 81 bar
Inlet Port 3/4” MNPT
Outlet Ports -
Bypass - Hose Barb 1-1/4” HB

Adjustable Pressure Regulator 
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KIT 553

Part # Description Qty
0101.01 LEVER GUIDE 1
0202.91 1-1/4" BRASS ELBOW HOSE BARB 1
0204.31 VALVE BODY 1
0205.09 VALVE CYLINDER 1
0303.41 NUT 1
0501.66 FLANGE 1
0604.13 BARB NUT 1
0901.05 SPRING 1
0901.10 PRESSURE BAIL 1
0901.26 SPRING 1
0902.01 HANDLE 1
0903.25 DIAPHRAGM n 1
1101.01 O-RING n 1
1101.02 O-RING 1

Part # Description Qty
1101.31 O-RING n 1
1203.35 INLET ELBOW 3/4” MALE BSP 1
1204.13 POPPET n 1
1501.25 SEAT n 1
1503.11 REGULATOR STEM 1
1507.07 PIN 2
1801.01 ADJUSTMENT KNOB 1
1805.26 BOLT 3
1810.01 STAINLESS STEEL BOLT n 1
GG-1500 HIGH PRESSURE GAUGE (OPTIONAL) 1
6062.54 REPAIR KIT (KIT 553) 1

n Parts Included in Repair Kit #6062.54 (KIT 553)

Revised 11-17-2021

OPERATING INSTRUCTIONS

1. Before operating or re-operating pump, lift R.V. Handle (0902.01) so pump will start at zero pressure.
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn Pressure Adjustment Knob (1801.01) counter-clockwise to relieve spring tension. (Step 2 is only necessary 

on initial start-up and is not necessary for daily operation.)
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return R.V. Handle (0902.01) to down position. Open spray gun or spray boom and turn adjustment knob 

(1801.01) clockwise until desired operating pressure is achieved.

6005.14
Maximum Flow 66.0 GPM / 250 lpm
Maximum Pressure 1200 PSI / 81 bar
Inlet Port 3/4” Male BSP
Outlet Ports -
Bypass - Hose Barb 1-1/4” HB

Adjustable Pressure Regulator 
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/N

KIT 553

Part # Description Qty
0101.01 LEVER GUIDE 1
0202.04 1" BRASS ELBOW HOSE BARB 1
0204.31 VALVE BODY 1
0205.09 VALVE CYLINDER 1
0303.41 NUT 1
0501.12 FLANGE 1
0604.01 BARB NUT 1
0901.05 SPRING 1
0901.10 PRESSURE BAIL 1
0901.26 SPRING 1
0902.01 HANDLE 1
0903.25 n DIAPHRAGM 1
1101.01 n O-RING 1
1101.05 O-RING 1

Part # Description Qty
1101.31 n O-RING 1
1203.35/N 3/4" MNPT INLET ELBOW 1
1204.13 POPPET n 1
1501.25 SEAT n 1
1503.11 REGULATOR STEM 1
1507.07 PIN 2
1801.01 ADJUSTMENT KNOB 1
1805.26 BOLT 3
1810.01 STAINLESS STEEL BOLT n 1
GG-1500 HIGH PRESSURE GAUGE (OPTIONAL) 1
6062.54 REPAIR KIT FOR (KIT 553) 1

n Parts Included in Repair Kit #6062.54 (KIT 553)

Revised 11-17-2021

OPERATING INSTRUCTIONS

1. Before operating or re-operating pump, lift R.V. Handle (0902.01) so pump will start at zero pressure.
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn Pressure Adjustment Knob (1801.01) counter-clockwise to relieve spring tension. (Step 2 is only necessary 

on initial start-up and is not necessary for daily operation.)
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return R.V. Handle (0902.01) to down position. Open spray gun or spray boom and turn adjustment knob 

(1801.01) clockwise until desired operating pressure is achieved.

6005.15/N
Maximum Flow 47.3 GPM / 179.2 lpm
Maximum Pressure 1200 PSI / 81 bar
Inlet Port 3/4” Male NPT
Outlet Ports -
Bypass - Hose Barb 1” HB

Adjustable Pressure Regulator 
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KIT 553

Part # Description Qty
0101.01 LEVER GUIDE 1
0202.04 1" BRASS ELBOW HOSE BARB 1
0204.31 VALVE BODY 1
0205.09 VALVE CYLINDER 1
0303.41 NUT 1
0501.12 FLANGE 1
0604.01 BARB NUT 1
0901.05 SPRING 1
0901.10 PRESSURE BAIL 1
0901.26 SPRING 1
0902.01 HANDLE 1
0903.25 n DIAPHRAGM 1
1101.01 n O-RING 1
1101.05 O-RING 1

Part # Description Qty
1101.31 n O-RING 1
1203.35 INLET ELBOW - 3/4” MALE BSP 1
1204.13 POPPET n 1
1501.25 SEAT n 1
1503.11 REGULATOR STEM 1
1507.07 PIN 2
1801.01 ADJUSTMENT KNOB 1
1805.26 BOLT 3
1810.01 STAINLESS STEEL BOLT n 1
GG1500 HIGH PRESSURE GAUGE (OPTIONAL) 1
6062.54 REPAIR KIT (KIT 553)

n Parts Included in Repair Kit #6062.54 (KIT 553)

Revised 11-17-2021

OPERATING INSTRUCTIONS

1. Before operating or re-operating pump, lift R.V. Handle (0902.01) so pump will start at zero pressure.
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn Pressure Adjustment Knob (1801.01) counter-clockwise to relieve spring tension. (Step 2 is only necessary 

on initial start-up and is not necessary for daily operation.)
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return R.V. Handle (0902.01) to down position. Open spray gun or spray boom and turn adjustment knob 

(1801.01) clockwise until desired operating pressure is achieved.

6005.15
Maximum Flow 47.3 GPM / 179.2 lpm
Maximum Pressure 1200 PSI / 81 bar
Inlet Port 3/4” Male BSP
Outlet Ports -
Bypass - Hose Barb 1” HB

Adjustable Pressure Regulator 
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/N

020511
110106

180810

KIT 593

Part # Description Qty
0204.40 VALVE BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB 1
0303.41 NUT 1
0508.07 BYPASS FLANGE 1
0604.26 BYPASS BARB NUT 1
0901.47 SPRING (LOW PRESSURE) 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM p 1
1101.06 O-RING p 2
1101.12 O-RING p 1
1101.41 O-RING p 1

Part # Description Qty
1203.47/N 3/4” MNPT ELBOW (6005.31/N & 6005.31/LP-N) 1
1204.19 STEEL POPPET p 1
1403.06 WASHER 1
1403.07 WASHER 2
1501.37 SEAT p 1
1801.17 ADJUSTMENT KNOB 1
1804.74 BOLT 2
1810.01 STAINLESS STEEL BOLT p 1
6062.88 REGULATOR CAM KIT 2
6062.93 REPAIR KIT FOR 6005.31 CONTROL UNIT (KIT 593) 1

 p Parts included in Repair Kit #6062.93 (KIT 593)

Revised 11-17-2021

The control unit features a manual dump valve and pressure control knob

1. Before operating or re-operating the pump, push the manual dump valve lever (0902.25) down, so the pump will start at zero pressure. FAIL-
URE TO DO SO WILL VOID PUMP WARRANTY.

2. Turn pressure adjustment knob (1801.17) counterclockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6005.31-LP/N
Maximum Flow 32.0 GPM / 121 lpm
Maximum Pressure 350 PSI / 24 bar
Inlet Port - Hose Barb 3/4” Male NPT
Outlet Port -
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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020511
110106

180810

KIT 593

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.40 VALVE BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB - ELBOW 1
0303.41 NUT 1
0508.07 BYPASS FLANGE 1
0604.26 BYPASS BARB NUT 1
0901.47 SPRING (LOW PRESSURE) 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM p 1
1101.06 O-RING p 2
1101.12 O-RING p 1

Part # Description Qty
1101.41 O-RING p 1
1203.47 ELBOW 1
1204.19 STEEL POPPET p 1
1403.06 WASHER 1
1403.07 WASHER 2
1501.37 SEAT p 1
1801.17 ADJUSTMENT KNOB 1
1804.74 BOLT 2
1810.01 STAINLESS STEEL BOLT p 1
6062.88 REGULATOR CAM KIT 2
6062.93 REPAIR KIT FOR 6005.31 CONTROL UNIT (KIT 593) 1

 p Parts included in Repair Kit #6062.93 (KIT 593)

Revised 11-17-2021

The control unit features a manual dump valve and pressure control knob

1. Before operating or re-operating the pump, push the manual dump valve lever (0902.25) down, so the pump will start at zero pressure. FAIL-
URE TO DO SO WILL VOID PUMP WARRANTY.

2. Turn pressure adjustment knob (1801.17) counterclockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6005.31-LP
Maximum Flow 32.0 GPM / 121 lpm
Maximum Pressure 350 PSI / 24 bar
Inlet Port - Hose Barb 3/4” Male BSP
Outlet Port -
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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/N

020511
110106

180810

KIT 593

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.40 VALVE BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB - ELBOW 1
0303.41 NUT 1
0508.07 BYPASS FLANGE 1
0604.26 BYPASS BARB NUT 1
0901.24 SPRING (HIGH PRESSURE) 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM p 1
1101.06 O-RING p 2
1101.12 O-RING p 1
1101.41 O-RING p 1

Part # Description Qty
1203.47/N 3/4” MNPT ELBOW (6005.31/N & 6005.31/LP-N) 1
1204.19 STEEL POPPET p 1
1403.06 WASHER 1
1403.07 WASHER 2
1501.37 SEAT p 1
1801.17 ADJUSTMENT KNOB 1
1804.74 BOLT 2
1810.01 STAINLESS STEEL BOLT p 1
6062.88 REGULATOR CAM KIT 2
6062.93 REPAIR KIT FOR 6005.31 CONTROL UNIT (KIT 593) 1

 p Parts included in Repair Kit #6062.93 (KIT 593)

Revised 11-17-2021

The control unit features a manual dump valve and pressure control knob

1. Before operating or re-operating the pump, push the manual dump valve lever (0902.25) down, so the pump will start at zero pressure. FAIL-
URE TO DO SO WILL VOID PUMP WARRANTY.

2. Turn pressure adjustment knob (1801.17) counterclockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6005.31/N
Maximum Flow 32.0 GPM / 121 lpm
Maximum Pressure 600 PSI / 41 bar
Inlet Port - Hose Barb 3/4” Male NPT
Outlet Port -
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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020511
110106

180810

KIT 593

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.40 VALVE BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB - ELBOW 1
0303.41 NUT 1
0508.07 BYPASS FLANGE 1
0604.26 BYPASS BARB NUT 1
0901.24 SPRING (HIGH PRESSURE) 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM p 1
1101.06 O-RING p 2
1101.12 O-RING p 1

Part # Description Qty
1101.41 O-RING p 1
1203.47 ELBOW 1
1204.19 STEEL POPPET p 1
1403.06 WASHER 1
1403.07 WASHER 2
1501.37 SEAT p 1
1801.17 ADJUSTMENT KNOB 1
1804.74 BOLT 2
1810.01 STAINLESS STEEL BOLT p 1
6062.88 REGULATOR CAM KIT 2
6062.93 REPAIR KIT FOR 6005.31 CONTROL UNIT (KIT 593) 1

 p Parts included in Repair Kit #6062.93 (KIT 593)

Revised 11-17-2021

The control unit features a manual dump valve and pressure control knob

1. Before operating or re-operating the pump, push the manual dump valve lever (0902.25) down, so the pump will start at zero pressure. FAIL-
URE TO DO SO WILL VOID PUMP WARRANTY.

2. Turn pressure adjustment knob (1801.17) counterclockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6005.31
Maximum Flow 32.0 GPM / 121 lpm
Maximum Pressure 600 PSI / 41 bar
Inlet Port - Hose Barb 3/4” Male BSP
Outlet Port -
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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1. Before  operating or re-operating the pump, push the manual dump valve lever (0902.12) counter-
clockwise to the dump position.  FAILURE TO DO SO WILL VOID PUMP WARRANTY.

2. Turn the pressure adjustment knob (1801.13) counter-clockwise to relieve spring tension. 
NOTE:  Step 2 applies only to initial start-up, and is not necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the
bypass line

4. Turn dump valve lever clockwise to ON position.  Open spray gun or spray boom and turn the
pressure adjustment knob clockwise until desired operating pressure is achieved.

GG350 (Optional)
020441

110106

160342

060825

060409

140304

180461 120415

150133

090137

020308

110111

110169

060601

025201

150312

090174

180113

090212
090131

110123

180537

Revised 11-17-2021

Part # Description Qty
0203.08 VALVE COLLAR u 1
0204.41 VALVE BODY 1
0252.01 BYPASS BODY 1
0604.09 DISCHARGE BARB NUT 1
0606.01 SEAL u 1
0608.25 DISCHARGE BARB 1
0901.06 SPRING 1
0901.31 SPRING 1
0901.37 SPRING 1
0902.12 REGULATOR HANDLE 1
1101.06 O-RING u 1
1101.11 O-RING u 1
1101.23 O-RING u 1

Part # Description Qty
1101.69 O-RING u 2
1204.15 POPPET u 1
1403.04 WASHER 2
1501.33 SEAT u 1
1503.12 STEM u 1
1603.42 CAP 1
1801.13 ADJUSTMENT KNOB 1
1804.61 BOLT 2
1805.37 BOLT 2
GG350 LOW PRESSURE GAUGE (OPTIONAL) 1
8701.01 REPAIR KIT 1

u Parts included in repair kit #8701.01

6010.23
Maximum Flow 5.0 GPM / 19 lpm
Maximum Pressure 275 PSI / 19 bar
Inlet Port - Hose Barb -
Outlet Ports - Hose Barb, Valve 3/8” HB
Bypass - Hose Barb -

Adjustable Pressure Regulator 
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GG1000 GG350

KIT 552 KIT 554
606253 606255

020511
110106

180810

Optional

Steel Poppet
(Optional)

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.40 VALVE BODY 1
0204.48 MAIN BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB - ELBOW 1
0604.09 DISCHARGE BARB NUT 2
0604.26 BYPASS BARB NUT 1
0604.29 BARB NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE; RIGHT 2
0901.24 HIGH PRESSURE SPRING “6010.24” 1
0901.47 LOW PRESSURE SPRING “6010.24/LP” 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM pn 1
1101.04 O-RING pn 1
1101.06 O-RING n 2
1101.12 O-RING pn 2
1101.41 O-RING pn 1

Part # Description Qty
1203.41 BODY 1
1204.19 STEEL POPPET - OPTIONAL p 1
1403.06 WASHER 1
1403.07 WASHER 4
1501.23 SEAT pn 1
1603.22 PLUG 1
1603.44 PLUG 2
1801.17 ADJUSTMENT KNOB 1
1804.74 BOLT 4
1808.10 BOLT 2
1810.01 STAINLESS STEEL BOLT - OPTIONAL p 1
6062.88 REGULATOR CAM KIT 2
8701.04 URETHANE POPPET ASSEMBLY n 1
GG1000 HIGH PRESSURE GAUGE - 1000 PSI “6010.24” 1
GG350 LOW PRESSURE GAUGE - 350 PSI “6010.24/LP” 1
6062.53 REPAIR KIT - STEEL POPPET (KIT 552) OPTIONAL 1
6062.55 REPAIR KIT -  6010.24/LP (KIT 554) 1

p
n

Parts Included in Repair Kit 6062.53 (KIT 552)
Parts Included in Repair Kit 6062.55 (KIT 554)

Revised 3-14-2022

1. Before operating or re-operating the pump, push the manual dump valve lever (0902.25) down, so the pump will start at zero pressure. 
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn pressure adjustment knob (1801.17) counterclockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 

necessary in daily operation of pump.
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6010.24
   Maximum Flow 27.0 GPM / 102 lpm
   Maximum Pressure 560 PSI / 38 bar
6010.24/LP
   Maximum Flow 27.0 GPM / 102 lpm
   Maximum Pressure 350 PSI / 24 bar
Inlet Port - Hose Barb -
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 3/4” HB

6010.24 & 6010.24/LP
Pump Mounted Adjustable Pressure Regulators 
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Steel Poppet
(Optional)

160371

207P-12

KIT 552 KIT 554
606253 606255

GG1000 GG350
020511

110106

180810

Optional

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
207P-12 3/4” INLET ADAPTER 1
0204.40 VALVE BODY 1
0204.48 MAIN BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB - ELBOW 1
0604.09 DISCHARGE BARB NUT 2
0604.26 BYPASS BARB NUT 1
0604.29 INLET BARB NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE; RIGHT 2
0901.24 HIGH PRESSURE SPRING “6010.25/HP” 1
0901.47 LOW PRESSURE SPRING “6010.25” 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM pn 1
1101.06 O-RING n 2
1101.12 O-RING pn 2
1101.41 O-RING pn 1

Part # Description Qty
1203.41 BODY 1
1204.19 STEEL POPPET - OPTIONAL p 1
1403.06 WASHER 1
1403.07 WASHER 4
1501.23 SEAT pn 1
1603.22 PLUG 1
1603.44 PLUG 2
1603.71 BODY PLUG 1
1801.17 ADJUSTMENT KNOB 1
1804.74 BOLT 4
1808.10 BOLT 2
1810.01 STAINLESS STEEL BOLT - OPTIONAL p 1
6062.88 REGULATOR CAM KIT 2
8701.04 URETHANE POPPET ASSEMBLY n 1
GG1000 PRESSURE GAUGE - 1000 PSI “6010.25/HP” 1
GG350 PRESSURE GAUGE - 350 PSI “6010.25” 1
6062.53 REPAIR KIT - STEEL POPPET (KIT 552) OPTIONAL 1
6062.55 REPAIR KIT (KIT 554) 1

p
n

Parts Included in Repair Kit 6062.53 (KIT 552)
Parts Included in Repair Kit 6062.55 (KIT 554)

6010.25/HP
   Maximum Flow 27.0 GPM / 102 lpm
   Maximum Pressure 560 PSI / 38 bar
6010.25
   Maximum Flow 27.0 GPM / 102 lpm
   Maximum Pressure 350 PSI / 24 bar
Inlet Port - Hose Barb 3/4” FNPT
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 3/4” HB

Revised 3-14-2022

1. Before operating or re-operating the pump, push the manual dump valve lever (0902.25) down, so the pump will start at zero pressure. 
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn pressure adjustment knob (1801.17) counterclockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 

necessary in daily operation of pump.
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6010.25 & 6010.25/HP
Adjustable Pressure Regulators 
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Steel Poppet
(Optional)

020511
110106

180810
GG1000 GG350

KIT 552 KIT 554
606253 606255

Optional

6010.26/HP
   Maximum Flow 27.0 GPM / 102 lpm
   Maximum Pressure 560 PSI / 38 bar
6010.26
   Maximum Flow 27.0 GPM / 102 lpm
   Maximum Pressure 350 PSI / 24 bar
Inlet Port - Hose Barb 3/4” HB
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 3/4” HB

Revised 3-14-2022

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.40 VALVE BODY 1
0204.48 MAIN BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB - ELBOW 1
0303.02 NUT 2
0604.09 DISCHARGE BARB NUT 2
0604.26 BYPASS BARB NUT 1
0604.29 BARB NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE; RIGHT 2
0901.24 HIGH PRESSURE SPRING “6010.26/HP” 1
0901.47 LOW PRESSURE SPRING “6010.26” 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM pn 1
1101.04 O-RING pn 1
1101.06 O-RING n 2
1101.12 O-RING pn 2
1101.41 O-RING pn 1

Part # Description Qty
1203.41 BODY 1
1204.19 STEEL POPPET - OPTIONALp 1
1403.06 WASHER 1
1403.07 WASHER 4
1501.23 SEAT pn 1
1530.09 MOUNTING PLATE 1
1603.22 PLUG 1
1603.44 PLUG 2
1801.17 ADJUSTMENT KNOB 1
1804.74 BOLT 4
1808.10 BOLT 2
6062.88 REGULATOR CAM KIT 2
1810.01 STAINLESS STEEL BOLT - OPTIONAL p 1
8701.04 URETHANE POPPET ASSEMBLY n 1
GG1000 PRESSURE GAUGE - 1000 PSI “6010.26/HP” 1
GG350 PRESSURE GAUGE - 350 PSI “6010.26” 1
6062.53 REPAIR KIT - STEEL POPPET (KIT 552) OPTIONAL 1
6062.55 REPAIR KIT (KIT 554) 1

p
n

Parts Included in Repair Kit 6062.53 (KIT 552)
Parts Included in Repair Kit 6062.55 (KIT 554)

1. Before operating or re-operating the pump, push the manual dump valve lever (0902.25) down, so the pump will start at zero pressure. 
 FAILURE TO DO SO WILL VOID PUMP WARRANTY.
2. Turn pressure adjustment knob (1801.17) counterclockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 

necessary in daily operation of pump.
3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the bypass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6010.26 & 6010.26/HP
Remote Mounted Adjustable Pressure Regulators 
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RH
LH

GG1000BM

KIT 608

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.69 BODY 1
0204.70 BODY 1
0205.19 CYLINDER 1
0254.04 BYPASS HOSE BARB - ELBOW 1
0303.02 NUT 4
0604.09 BARB NUT 2
0604.26 BYPASS BARB NUT 1
0604.29 NUT 1
0605.34 GASKET 2
0608.26 1/2” HOSE BARB W/GASKET 2
0608.45 BALL VALVE - RIGHT 1
0608.46 BALL VALVE - LEFT 1
0803.21 LEVER 1
0901.71 SPRING (HP 560 PSI) 1
0903.26 DIAPHRAGM l 1
1101.04 O-RING l 1

Part # Description Qty
1101.06 O-RING l 1
1101.12 O-RING l 2
1101.23 O-RING l 1
1204.31 POPPET l 1
1403.07 WASHER 6
1501.50 SEAT l 1
1512.10 PIN 1
1603.22 PLUG 1
1603.44 PLUG 1
1801.32 ADJUSTMENT KNOB 1
1804.74 BOLT 2
1810.03 STAINLESS STEEL BOLT l 1
6062.A9 REPAIR KIT FOR 6010.9X CONTROL UNIT (KIT 608) 1
GG1000BM PRESSURE GAUGE - 1000 PSI BACK MOUNT 1

l Parts Included in Repair Kit #6062.A9 (KIT 608)

Revised 1-21-2022

The control unit features a manual dump valve, pressure control knob, glycerine filled pressure gauge, and two ball valve discharge ports.

1. Before operating or re-operating the pump move lever (0803.21) to the dump position (Right) so the pump will start at zero pressure. (Failure 
to do so will void the pump warranty.)

2. Turn pressure adjustment knob (1801.32) counter clockwise to relieve spring tension. This step only applies to the initial start up and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from the system.
4. Move lever (0803.21) to the pressure position (Left) open spray gun or spray boom and turn the pressure adjustment knob (1801.32) clock-

wise until desired operating pressure is achieved.

6010.93
Maximum Flow 27.0 GPM / 102 lpm
Maximum Pressure 560 PSI / 38 bar
Inlet Port - Hose Barb -
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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RH
LH

KIT 608

GG350BM

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.69 BODY 1
0204.70 BODY 1
0205.19 CYLINDER 1
0254.04 BYPASS HOSE BARB - ELBOW 1
0303.02 NUT 4
0604.09 BARB NUT 2
0604.26 BYPASS BARB NUT 1
0604.29 NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE - RIGHT 1
0608.46 BALL VALVE - LEFT 1
0803.21 LEVER 1
0901.73 SPRING (LP 300 PSI) 1
0903.26 DIAPHRAGM l 1
1101.04 O-RING l 1

Part # Description Qty
1101.06 O-RING l 1
1101.12 O-RING l 2
1101.23 O-RING l 1
1204.31 POPPET l 1
1403.07 WASHER 6
1501.50 SEAT l 1
1512.10 PIN 1
1603.22 PLUG 1
1603.44 PLUG 1
1801.32 ADJUSTMENT KNOB 1
1804.74 BOLT 2
1810.03 STAINLESS STEEL BOLT l 1
6062.A9 REPAIR KIT FOR 6010.9X CONTROL UNIT (KIT 608) 1
GG350BM PRESSURE GAUGE - 350 PSI BACK MOUNT 1

l Parts Included in Repair Kit #6062.A9 (KIT 608)

Revised 1-21-2022

The control unit features a manual dump valve, pressure control knob, glycerine filled pressure gauge, and two ball valve discharge ports.

1. Before operating or re-operating the pump move lever (0803.21) to the dump position (Right) so the pump will start at zero pressure. (Failure 
to do so will void the pump warranty.)

2. Turn pressure adjustment knob (1801.32) counter clockwise to relieve spring tension. This step only applies to the initial start up and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from the system.
4. Move lever (0803.21) to the pressure position (Left) open spray gun or spray boom and turn the pressure adjustment knob (1801.32) clock-

wise until desired operating pressure is achieved.

6010.95
Maximum Flow 27.0 GPM / 102 lpm
Maximum Pressure 350 PSI / 24 bar
Inlet Port - Hose Barb -
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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RH
LH

GG350BM

KIT 608

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.69 BODY 1
0204.70 BODY 1
0205.19 CYLINDER 1
0254.04 BYPASS HOSE BARB - ELBOW 1
0303.02 NUT 4
0604.09 BARB NUT 2
0604.26 BYPASS BARB NUT 1
0604.29 NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE - RIGHT 1
0608.46 BALL VALVE - LEFT 1
0803.21 LEVER 1
0901.73 SPRING (LP 300 PSI) 1
0903.26 DIAPHRAGM l 1
0904.37 GG350BM - LOW PRESSURE GAUGE 1

Part # Description Qty
1101.04 O-RING l 1
1101.06 O-RING l 1
1101.12 O-RING l 2
1101.23 O-RING l 1
1204.31 POPPET l 1
1400.04 WASHER S.S. 6
1501.50 SEAT l 1
1512.10 PIN 1
1603.22P PLUG - POLY 1
1603.44 PLUG 1
1801.32 ADJUSTMENT KNOB 1
1810.03 STAINLESS STEEL BOLT l 1
1900.05 STAINLESS STEEL BOLT 2
6062.A9 REPAIR KIT FOR 6010.9X CONTROL UNIT (KIT 608)

l Parts Included in Repair Kit #6062.A9 (KIT 608)

Revised 1-21-2022

The control unit features a manual dump valve, pressure control knob, glycerine filled pressure gauge, and two ball valve discharge ports.

1. Before operating or re-operating the pump move lever (0803.21) to the dump position (Right) so the pump will start at zero pressure. (Failure 
to do so will void the pump warranty.)

2. Turn pressure adjustment knob (1801.32) counter clockwise to relieve spring tension. This step only applies to the initial start up and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from the system.
4. Move lever (0803.21) to the pressure position (Left) open spray gun or spray boom and turn the pressure adjustment knob (1801.32) clock-

wise until desired operating pressure is achieved.

6010.96
Maximum Flow 27.0 GPM / 102 lpm
Maximum Pressure 350 PSI / 24 bar
Inlet Port - Hose Barb -
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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207P-12

1291.B9













020511
110106

180810

GG1000

Part # Description Qty
207P-12 3/4” INLET ADAPTER 1
0204.40 VALVE BODY 1
0204.48 MAIN BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0508.07 BYPASS FLANGE 1
0604.09 DISCHARGE BARB NUT 2
0605.05 GASKET 2
0901.24 SPRING (HIGH PRESSURE) 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM l 1
1101.04 O-RING l 1
1101.06 O-RING 2
1101.12 O-RING 1
1101.41 O-RING l 2
1203.40 ADAPTER FLANGE 1
1204.19 STEEL POPPET l 1
1291.B9 DISCHARGE HOSE BARB ASSEMBLY 1

Part # Description Qty
1403.06 WASHER 1
1403.07 WASHER 6
1501.23 SEAT l 1
1603.02 PLUG 2
1603.14 PLUG 1
1603.22 PLUG 1
1801.17 ADJUSTMENT KNOB 1
1804.68 BOLT 2
1804.74 BOLT 4
1808.10 BOLT 2
1810.01 STAINLESS STEEL BOLT l 1
6062.53 REPAIR KIT FOR 6047.06 CONTROL UNIT 1
6062.88 REGULATOR CAM KIT 2
GG1000 PRESSURE GAUGE - 1000 PSI BOTTOM MOUNT 1

l Parts included in Repair Kit #6062.53

Revised 1-24-2022

The control unit features a manual dump valve, pressure control knob, glycerine filled pressure gauge, and two ball valve discharge ports.

1. Before operating or re-operating pump, push the manual dump valve lever (0902.25) down so the pump will start at zero pressure. FAILURE 
TO DO SO WILL VOID PUMP WARRANTY.

2. Turn pressure adjusting knob (1801.17) counter-clockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the by-pass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6047.06/IND
Maximum Flow 27.0 GPM / 102 lpm
Maximum Pressure 560 PSI / 38 bar
Inlet Port -
Outlet Port 3/4” FPT
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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020511
110106

180810

To Pump

RH
LH

GG350

l

l

l

l

l

l

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.40 VALVE BODY 1
0204.48 MAIN BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB - ELBOW 1
0508.07 BYPASS FLANGE 1
0604.09 DISCHARGE BARB NUT 2
0604.26 BYPASS BARB NUT 1
0604.29 BARB NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE; RIGHT 1
0608.46 BALL VALVE; LEFT 1
0901.47 SPRING (LOW PRESSURE) 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM l 1
1101.04 O-RING l 1
1101.06 O-RING 2
1101.12 O-RING 1

Part # Description Qty
1101.41 O-RING l 2
1203.40 ADAPTER FLANGE 1
1204.19 STEEL POPPET l 1
1403.06 WASHER 1
1403.07 WASHER 6
1501.23 SEAT l 1
1603.02 PLUG 2
1603.14 PLUG 1
1603.22 PLUG 1
1801.17 ADJUSTMENT KNOB 1
1804.68 BOLT 2
1804.74 BOLT 4
1808.10 BOLT 2
1810.01 STAINLESS STEEL BOLT l 1
6062.53 REPAIR KIT FOR 6047.06 CONTROL UNIT 1
6062.88 REGULATOR CAM KIT 2
GG350 PRESSURE GAUGE - 350 PSI BOTTOM MOUNT 1

l Parts included in Repair Kit #6062.53

Revised 1-24-2022

The control unit features a manual dump valve, pressure control knob, glycerine filled pressure gauge, and two ball valve discharge ports.

1. Before operating or re-operating pump, push the manual dump valve lever (0902.25) down so the pump will start at zero pressure. FAILURE 
TO DO SO WILL VOID PUMP WARRANTY.

2. Turn pressure adjusting knob (1801.17) counter-clockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the by-pass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6047.06/LP
Maximum Flow 27.0 GPM / 102 lpm
Maximum Pressure 350 PSI / 24 bar
Inlet Port - Hose Barb -
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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RH
LH

020511
110106

180810

To Pump

GG1000

l

l

l

l

l

l

Part # Description Qty
0202.25 BYPASS HOSE BARB - STRAIGHT (OPTIONAL) 1
0204.40 VALVE BODY 1
0204.48 MAIN BODY 1
0205.10 VALVE CYLINDER 1
0205.11 VALVE CYLINDER CAM 2
0254.04 BYPASS HOSE BARB - ELBOW 1
0508.07 BYPASS FLANGE 1
0604.09 DISCHARGE BARB NUT 2
0604.26 BYPASS BARB NUT 1
0604.29 BARB NUT 1
0605.34 GASKET 2
0608.26 1/2" HOSE BARB W/GASKET 2
0608.45 BALL VALVE; RIGHT 1
0608.46 BALL VALVE; LEFT 1
0901.24 SPRING (HIGH PRESSURE) 1
0902.25 DUMP VALVE LEVER 1
0903.26 DIAPHRAGM l 1
1101.04 O-RING l 1
1101.06 O-RING 2
1101.12 O-RING 1

Part # Description Qty
1101.41 O-RING l 2
1203.40 ADAPTER FLANGE 1
1204.19 STEEL POPPET l 1
1403.06 WASHER 1
1403.07 WASHER 6
1501.23 SEAT l 1
1603.02 PLUG 2
1603.14 PLUG 1
1603.22 PLUG 1
1801.17 ADJUSTMENT KNOB 1
1804.68 BOLT 2
1804.74 BOLT 4
1808.10 BOLT 2
1810.01 STAINLESS STEEL BOLT l 1
6062.53 REPAIR KIT FOR 6047.06 CONTROL UNIT 1
6062.88 REGULATOR CAM KIT 2
GG1000 PRESSURE GAUGE - 1000 PSI BOTTOM MOUNT 1

l Parts included in Repair Kit #6062.53

Revised 1-24-2022

The control unit features a manual dump valve, pressure control knob, glycerine filled pressure gauge, and two ball valve discharge ports.

1. Before operating or re-operating pump, push the manual dump valve lever (0902.25) down so the pump will start at zero pressure. FAILURE 
TO DO SO WILL VOID PUMP WARRANTY.

2. Turn pressure adjusting knob (1801.17) counter-clockwise to relieve spring tension. NOTE: Step 2 applies only to initial start-up, and is not 
necessary in daily operation of pump.

3. Start unit and let run until air is evacuated from system, when only liquid is expelled from the by-pass line.
4. Return dump valve lever to the UP position. Open spray gun or spray boom and turn the pressure adjustment knob (1801.17) clockwise until 

desired operating pressure is achieved.

6047.06
Maximum Flow 27.0 GPM / 102 lpm
Maximum Pressure 560 PSI / 38 bar
Inlet Port - Hose Barb -
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 3/4” HB

Adjustable Pressure Regulator 
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GG350

Part # Description Qty
0023.03 SEAL 6
0023.04 GUIDE 3
0113.13 BALL SEAT 2
0202.69 HOSE BARB D19                           1
0202.75 BYPASS HOSE BARB 1
0204.07 RELIEF VALVE BODY 1
0204.08 VALVE BODY 3
0205.14 CYLINDER 1
0205.16 SPRING GUIDE 1
0208.35 END PLATE 1
0208.39 SELECTOR BODY 1
0252.05 SPRING BODY 1
0303.01 NUT 2
0518.01 FLANGE 1
0604.29 BARB NUT 1
0604.36 NUT 1
0604.49 PLASTIC BARB NUT 3
0608.25 HOSE BARB D10+GASKET                    3
0803.13 LEVER 1
0803.16 LEVER 3
0901.44 BALL SPRING 1
0901.47 SPRING 1
0903.26 DIAPHRAGM n 1
1001.09 NIPPLE 3
1101.04 O-RING 4
1101.12 O-RING 1

Part # Description Qty
1101.41 O-RING n 7
1101.66 O-RING n 1
1101.67 O-RING n 1
1101.M6 O-RING n 1
1106.09 O-RING n 3
1204.19 STEEL POPPET n 1
1206.27 STUD 2
1403.05 WASHER
1403.06 WASHER 1
1403.07 WASHER 4
1501.29 SEAT n 1
1504.02 SUCTION SEAT 1
1507.13 ROLL PIN 1
1518.06 OUTLET BALL 3
1518.16 CONTROL UNIT BALL
1531.03 CONTROL SELECTOR 1
1603.44 PLUG 1
1801.17 ADJUSTMENT KNOB 1
1805.06 BOLT 3
1805.13 BOLT 4
1805.53 BOLT 4
1810.01 STAINLESS STEEL BOLT n 1
GG350 PRESSURE GAUGE - 350PSI BOTTOM MOUNT 1
SB3/KIT REPAIR KIT FOR SB3 CONTROL UNIT

n Parts Included in Repair Kit #SB3/KIT

Revised 11-17-2021

SB3
Maximum Flow 32.0 GPM / 121 lpm
Maximum Pressure 400 PSI / 41 bar
Inlet Port - Hose Barb 3/4” HB
Outlet Ports - Hose Barb, Valve (2) 1/2” HB
Bypass - Hose Barb 1” HB

Adjustable Pressure Regulator 
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Part # Description Qty
0003.10 PRESSURE ACCUMULATOR 1
0208.21 ACCUMULATOR COVER 1
0303.47 HEX NUT M8X8 8
0608.16 AIR VALVE ASSEMBLY 1

Part # Description Qty
0903.16 ACCUMULATOR DIAPHRAGM 1
1101.25 O-RING - PRESSURE ACCUMULATOR              1
1403.05 WASHER M8 8
1804.54 HEX BOLT M8X35        8

Revised 5-16-2022

6031.02
Maximum Flow 52.0 GPM / 200.0 lpm
Maximum Pressure 850 PSI / 60 bar
Inlet Port 3/4” Male BSP

Pulsation Dampener 
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Part # Description Qty
0003.15 PRESSURE ACCUMULATOR 1
0208.20 ACCUMULATOR COVER 1
0303.47 HEX NUT M8X8 6
0608.16 AIR VALVE ASSEMBLY 1

Part # Description Qty
0903.14 ACCUMULATOR DIAPHRAGM 1
1101.23 O-RING - PRESSURE ACCUMULATOR              1
1403.48 WASHER D8.4 DACROMET 6
1804.86 HEX BOLT M8X40        6

Revised 5-16-2022

6031.29
Maximum Flow 40.0 GPM / 150.0 lpm
Maximum Pressure 400 PSI / 30 bar
Inlet Port 3/4” Male BSP

Pulsation Dampener 
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Part # Description Qty
0003.24 PRESSURE ACCUMULATOR 1
0208.D2 ACCUMULATOR COVER 1
0303.47 HEX NUT M8X8 8
0608.16 AIR VALVE ASSEMBLY 1

Part # Description Qty
0903.16 ACCUMULATOR DIAPHRAGM 1
1101.25 O-RING - PRESSURE ACCUMULATOR              1
1403.48 WASHER D8.4 DACROMET 8
1804.72 HEX BOLT M8X50        8

Revised 5-16-2022

6031.30
Maximum Flow 50.0 GPM / 190.0 lpm
Maximum Pressure 725 PSI / 50 bar
Inlet Port 3/4” Male BSP

Pulsation Dampener 
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7.901.103 / 13.901.151

Part # Description Qty
001 Washer 1
002 Inlet Adapter 1
003 Handle 1
004 Inlet Tube 1
005 Plug 1
006 O-Ring n 1
007 Spring 1
008 Poppet n 1
009 Seat n 1
010 Body 1
011 O-Ring n 1
012 Plunger 1
013 O-Ring n 1
014 Guide 1
015 Trigger 1
016 Trigger Clip 1

Part # Description Qty
017 Trigger Pin 1
018 Washer 1
019 Nut 1
023 Front Grip Assembly 1
025 Bolt 2
026 Washer 2
027 O-Ring n 2
028 Regulator 1
029 Inner Tube 1
029/LR Inner Tube - Long Range 1
031 Nozzle Protector 1
031/LR Nozzle Protector - Long Range 1
032 Nozzle Retainer 1
032/LR Nozzle Retainer - Long Range 1
036 O-Ring n 1

n Parts Included in Repair Kit #10/11

Maximum Flow 25.0 / 30.0 GPM / 95 / 114 lpm
Maximum Pressure 850 PSI / 58 bar

Revised 8-11-2022

Turbine Spray Gun            Long Range Spray Gun

Model Orifice
(mm) Material

Gallons per Minute / Maximum Spray Distance in Feet
100 PSI 200 PSI 400 PSI 600 PSI 800 PSI

68.1802.51 1.5 Ceramic .78 / 17 1.1 / 20 1.5 / 23 1.8 / 25 2.1 / 27
68.1802.52 1.8 Ceramic 1.1 / 19 1.6 / 21 2.3 / 24 2.6 / 26 2.9 / 28
68.1802.53 2.0 Ceramic 1.4 / 21 2.0 / 24 2.8 / 26 3.4 / 29 3.8 / 32
68.1802.54 2.3 Ceramic 2.0 / 24 2.5. / 29 4.0 / 34 5.0 / 42 5.5 / 45
68.1802.16 2.5 Ceramic 2.5 / 23 3.0 / 28 4.5 / 32 5.5 / 40 6.5 / 44
68.1802.17 3.0 Ceramic 3.0 / 28 4.5 / 29 6.5 / 34 8.0 / 41 9.0 / 44
13.1802.73 3.5 S/S 4.5 / 31 6.0 / 36 8.5 / 41 11.0 / 50 12.0 / 54
13.1802.58 4.0 S/S 5.0 / 35 7.5 / 38 10.0 / 43 13.5 / 53 14.5 / 59
13.1802.59 4.5 S/S 6.5 / 37 9.0 / 39 12.5 / 44 16.5 / 54 18.0 / 62
13.1802.60 5.0 S/S 7.5 / 33 10.0 / 41 14.0 / 47 18.5 / 59 21.0 / 67
13.1802.61 5.5 S/S 8.0 / 35 11.5 / 42 16.0 / 47 21.0 / 59 23.0 / 70
13.1802.75 6.0 S/S 9.0 / 38 12.5 / 44 18.0 / 54 23.0 / 66 26.0 / 74
13.1802.74 7.0 S/S 9.5 / 21 13.5 / 47 19.0 / 57 24.0 / 70 27.0 / 77

Spray Tip Performance Chart

036n

029
029/LR

032
032/LR

031
031/LR

023

025
026

025
026

017

019

018
014

013n
011n

010

009n

012

008n

007

006n
005

004

003

001

002
016

015

027n
028

027n
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06-1215.18
TRIGGER SPRAY GUN
(22.901.161)
(REPAIR KIT 06-1215.18K)

01-036  O-RING

01-032 
NOZZLE

RETAINER

01-027
O-RING

01-027
O-RING

01-028
REGULATOR 01-031

NOZZLE
PROTECTOR01-1240.96

COMPLETE WAND 
ASSEMBLY

01-038
WASHER, M8

01-037
SCREW, M8x10
BUTTON HEAD

SOCKET

01-039
HANDLE

ASSEMBLY

06-ST-3002
TRIGGER SPRAY GUN
(22.901.163)
(REPAIR KIT 06-ST-3002K)

06-9800.06
REDUCER BUSHING

22.901.161 & 22.901.163
Maximum Flow - 22.901.161 10.0 GPM / 38 lpm

- 22.901.163 25.0 GPM / 95 lpm
Maximum Pressure 3000 PSI / 200 bar
Inlet - 22.901.161 3/8” FNPT

- 22.901.163 1/2” FNPT
Spray Tip - 22.901.161 1.5 mm

- 22.901.163 3.0 mm

Revised 2-16-2023

High Pressure Adjustable Pattern Spray Gun

Spray Tip Performance Chart
Model Orifice

(mm) Material
Gallons per Minute

List Price
1000 PSI 1500 PSI 2000 PSI 2500 PSI 3000 PSI

68.1802.50 1.2 Ceramic 2.0 2.4 2.6 2.9 3.5 $ 14.63

68.1802.51 1.5 Ceramic 2.5 3.0 3.5 3.9 4.4 $ 14.63

68.1802.52 1.8 Ceramic 3.5 4.1 4.7 5.3 5.9 $ 14.63

68.1802.53 2.0 Ceramic 4.5 5.1 5.8 6.2 6.8 $ 14.63

68.1802.54 2.3 Ceramic 6.0 7.0 8.0 9.0 10.0 $ 14.63

68.1802.16 2.5 Ceramic 7.5 9.0 10.5 11.5 13.0 $ 14.63

68.1802.17 3.0 Ceramic 10.0 12.0 14.0 16.0 18.0 $ 14.63

13.1802.73 3.5 S/S 13.0 16.0 19.0 22.0 36.0 $ 24.31
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7.602.1

26.1701.10
68.602.10

26.1707.2

26.605.50

26.1703.22

See Chart 
Below

26.1705.55

71.602.6

71.602.6

26.1304.33

26.305.3

26.1506.14

26.902.6

26.1902.20

26.801.5

29.208.131

23n

23.1304.29

22n

25n

24n

29.1702.26

26n

20n

29.902.8

29.1607.3

29.507.10

23.602.34

29.1903.7

29.1101.1

26.901.162 (Turbo)
Maximum Flow 15.0 GPM / 57 lpm
Maximum Pressure 850 PSI / 58 bar

High Performance Adjustable Spray Gun

Model Orifice
(mm) Material

Gallons per Minute / Maximum Spray Distance in Feet
100 PSI 200 PSI 400 PSI 600 PSI 800 PSI

68.1802.51 1.5 Ceramic .78 / 17 1.1 / 20 1.5 / 23 1.8 / 25 2.1 / 27
68.1802.52 1.8 Ceramic 1.1 / 19 1.6 / 21 2.3 / 24 2.6 / 26 2.9 / 28
68.1802.53 2.0 Ceramic 1.4 / 21 2.0 / 24 2.8 / 26 3.4 / 29 3.8 / 32
68.1802.54 2.3 Ceramic 2.0 / 24 2.5. / 29 4.0 / 34 5.0 / 42 5.5 / 45
68.1802.16 2.5 Ceramic 2.5 / 23 3.0 / 28 4.5 / 32 5.5 / 40 6.5 / 44
68.1802.17 3.0 Ceramic 3.0 / 28 4.5 / 29 6.5 / 34 8.0 / 41 9.0 / 44
13.1802.73 3.5 S/S 4.5 / 31 6.0 / 36 8.5 / 41 11.0 / 50 12.0 / 54
13.1802.58 4.0 S/S 5.0 / 35 7.5 / 38 10.0 / 43 13.5 / 53 14.5 / 59
13.1802.59 4.5 S/S 6.5 / 37 9.0 / 39 12.5 / 44 16.5 / 54 18.0 / 62
13.1802.60 5.0 S/S 7.5 / 33 10.0 / 41 14.0 / 47 18.5 / 59 21.0 / 67
13.1802.61 5.5 S/S 8.0 / 35 11.5 / 42 16.0 / 47 21.0 / 59 23.0 / 70
13.1802.75 6.0 S/S 9.0 / 38 12.5 / 44 18.0 / 54 23.0 / 66 26.0 / 74
13.1802.74 7.0 S/S 9.5 / 21 13.5 / 47 19.0 / 57 24.0 / 70 27.0 / 77

Spray Tip Performance Chart

Part # Description Qty
See Chart Spray Tip 1
23.602.34 O-Ring 1
23.1304.29 Plunger 1
26.1304.33 Regulator 1
26.1506.14 Spacer 1
26.1701.10 Nozzle Retainer 1
26.1703.22 Outer Tube 1
26.1705.55 Inner Tube 1
26.1707.2 Nozzle Protector 1
26.1902.20 Bolt 1
26.305.3 Body 1
26.605.50 Nut 1
26.801.5 Insert Guide 1
26.902.6 Adjustment Lever 1
29.1101.1 Inlet Adapter 1
29.1607.3 Trigger Pin 1

Part # Description Qty
29.1702.26 Plug 1
29.1903.7 Trigger Gun 1
29.208.131 Gun Body 1
29.507.10 Trigger Clip 1
29.902.8 Trigger Assembly 1
68.602.10 O-Ring 1
7.602.1 O-Ring 1
71.602.6 O-Ring 2
20 n Spring 1
22 n Poppet Assy 1
24 n O-Ring 1
25 n O-Ring 1
26 n Seal 1
8711.03 Repair Kit

n Parts Included in Repair Kit 8711.03

Revised 8-10-2022
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7.602.1

26.1701.10
68.602.10

26.1707.2

26.605.50

26.1703.22

See Chart 
Below

26.1705.55

71.602.6

71.602.6

26.1304.33

26.305.3

26.1506.14

26.902.6

26.1902.20

26.801.5

23.208.23

23n

23.1304.29

22n

25n

24n

29.1702.26

26n

20n

23.1305.19

23.902.4

29.1607.3

29.507.10

300.1607.2

23.208.84

26.1502.45

23.1003.16

162.609.5

26.901.400 (Turbo Industrial)

Part # Description Qty
See Chart Spray Tip 1
162.609.5 Inlet Fitting Adapter 1
23.208.23 Gun Body 1
23.902.4 Trigger 1
23.1003.16 Spring 1
23.1304.29 Plunger 1
23.1305.19 Trigger Guard 1
23.208.84 Trigger Gun 1
26.1304.33 Regulator 1
26.1502.45 Inlet Adapter 1
26.1506.14 Spacer 1
26.1701.10 Nozzle Retainer 1
26.1703.22 Outer Tube 1
26.1705.55 Inner Tube 1
26.1707.2 Nozzle Protector 1
26.1902.20 Bolt 1
26.305.3 Body 1
26.605.50 Nut 1

Part # Description Qty
26.801.5 Insert Guide 1
26.902.6 Adjustment Lever 1
29.1607.3 Trigger Pin 1
29.1702.26 Plug 1
29.507.10 Trigger clip 1
300.1607.2 Pin 1
68.602.10 O-Ring 1
7.602.1 O-Ring 1
71.602.6 O-Ring 2
20 n Spring 1
22 n Poppet Assy 1
23 n Seat 1
24 n O-Ring 1
25 n O-Ring 1
26 n Seal 1
8711.03 Repair Kit

n Parts Included in Repair Kit 8711.03

Maximum Flow 15.0 GPM / 57 lpm
Maximum Pressure 850 PSI / 58 bar

Revised 8-10-2022

High Performance Adjustable Spray Gun

Model Orifice
(mm) Material

Gallons per Minute / Maximum Spray Distance in Feet
100 PSI 200 PSI 400 PSI 600 PSI 800 PSI

68.1802.51 1.5 Ceramic .78 / 17 1.1 / 20 1.5 / 23 1.8 / 25 2.1 / 27
68.1802.52 1.8 Ceramic 1.1 / 19 1.6 / 21 2.3 / 24 2.6 / 26 2.9 / 28
68.1802.53 2.0 Ceramic 1.4 / 21 2.0 / 24 2.8 / 26 3.4 / 29 3.8 / 32
68.1802.54 2.3 Ceramic 2.0 / 24 2.5. / 29 4.0 / 34 5.0 / 42 5.5 / 45
68.1802.16 2.5 Ceramic 2.5 / 23 3.0 / 28 4.5 / 32 5.5 / 40 6.5 / 44
68.1802.17 3.0 Ceramic 3.0 / 28 4.5 / 29 6.5 / 34 8.0 / 41 9.0 / 44
13.1802.73 3.5 S/S 4.5 / 31 6.0 / 36 8.5 / 41 11.0 / 50 12.0 / 54
13.1802.58 4.0 S/S 5.0 / 35 7.5 / 38 10.0 / 43 13.5 / 53 14.5 / 59
13.1802.59 4.5 S/S 6.5 / 37 9.0 / 39 12.5 / 44 16.5 / 54 18.0 / 62
13.1802.60 5.0 S/S 7.5 / 33 10.0 / 41 14.0 / 47 18.5 / 59 21.0 / 67
13.1802.61 5.5 S/S 8.0 / 35 11.5 / 42 16.0 / 47 21.0 / 59 23.0 / 70
13.1802.75 6.0 S/S 9.0 / 38 12.5 / 44 18.0 / 54 23.0 / 66 26.0 / 74
13.1802.74 7.0 S/S 9.5 / 21 13.5 / 47 19.0 / 57 24.0 / 70 27.0 / 77

Spray Tip Performance Chart

143



 

 
 

01-027
O-RING

01-036
O-RING

01-032
NOZZLE

RETAINER

01-027
O-RING

01-028
REGULATOR

06-1215.31
TRIGGER 

SPRAY GUN

06-1242.39
SPRAY GUN
REPAIR KIT

01-37.1617.49
COMPLETE 

WAND
ASSEMBLY

06-ST-3002
TRIGGER 

SPRAY GUN

06-ST-3002/K  
SPRAY GUN
REPAIR KIT

37.901.20 ONLY

37.901.30 ONLY

06-9800.06  
1/2" MNPT x 

1/4" FNPT ADAPTER
37.901.30 ONLY

01-038
WASHER, M8

01-037
SCREW, M8x10
BUTTON HEAD

SOCKET

01-039
HANDLE

ASSEMBLY

37.901.20 & 37.901.30
Maximum Flow - 37.901.20 13.0 GPM / 50 lpm

- 37.901.20 25.0 GPM / 95 lpm
Maximum Pressure 3000 PSI / 200 bar
Inlet - 37.901.20 3/8” FNPT

- 37.901.30 1/2” FNPT
Spray Tip 4.5 mm

Revised 5-1-2020

High Pressure Adjustable Pattern Foaming Spray Gun

Spray Tip Performance Chart
Model Orifice

(mm) Material
Gallons per Minute

List Price
1000 PSI 1500 PSI 2000 PSI 2500 PSI 3000 PSI

68.1802.50 1.2 Ceramic 2.0 2.4 2.6 2.9 3.5 $ 14.63

68.1802.51 1.5 Ceramic 2.5 3.0 3.5 3.9 4.4 $ 14.63

68.1802.52 1.8 Ceramic 3.5 4.1 4.7 5.3 5.9 $ 14.63

68.1802.53 2.0 Ceramic 4.5 5.1 5.8 6.2 6.8 $ 14.63

68.1802.54 2.3 Ceramic 6.0 7.0 8.0 9.0 10.0 $ 14.63

68.1802.16 2.5 Ceramic 7.5 9.0 10.5 11.5 13.0 $ 14.63

68.1802.17 3.0 Ceramic 10.0 12.0 14.0 16.0 18.0 $ 14.63

13.1802.73 3.5 S/S 13.0 16.0 19.0 22.0 36.0 $ 24.31
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29.1003.24l

29.1604.2l

23.1603.14l

23.601.25

4.208.99

4.1504.30

260.602.14

29.1702.26

23.602.34l

23.602.29l

4.802.13

23.1304.29

1.203.1

29.902.8

4.1607.6

4.602.46

4.507.14

1238.M8
Maximum Flow 5.0 GPM / 19.5 lpm
Maximum Pressure 300 PSI / 20 bar

Trigger Spray Gun

Revised 3-14-2022

Part # Description Qty
1.203.1 SCREEN 1
4.1504.30 OUTLET FITTING 1
4.1607.6 PIN 1
4.208.99 BODY 1
4.507.14 SAFETY CLIP 1
4.602.46 O-RING 1
4.802.13 HANDLE 1
23.1304.29 PLUNGER 1
23.1603.14 l CAGE 1

Part # Description Qty
23.601.25 SEAL 1
23.602.29 l O-RING 1
23.602.34 l O-RING 1
29.1003.24 l SPRING 1
29.1604.2 l BALL 1
29.1702.26 PLUG 1
29.902.8 TRIGGER 1
260.602.14 O-RING 1

l Parts Included in Repair Kit 8711.03
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Maximum Flow 18.0 GPM / 68 lpm
Maximum Pressure 400 PSI / 27 bar
Inlet Port 1/2” FNPT
Outlet Port 1/2” FNPT

Revised 4-1-2020

15.0003.13
Polypropylene Trigger Valve

Ref # Description Qty

1 PLUG 1
2 REPAIR KIT - 8711.07 1
3 INLET PIN 1
4 MAIN BODY 1

Ref # Description Qty

5 CLIP  - 1241.42 1
6 TRIGGER - 1240.C9 1
7 TRIGGER PIN - 29.1607.3 1
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29.208.131

23n

23.1304.29

22n

23.602.36n

23.602.37n

29.1702.26

26n

20n

29.902.8

23.1003.16

29.1607.3

29.507.10

29.1101.1

29.1903.7
Maximum Flow 15.0 GPM / 57 lpm
Maximum Pressure 850 PSI / 58 bar

Trigger Spray Gun

Part # Description Qty
23.1003.16 SPRING 1
23.1304.29 PLUNGER 1
23.602.36 n O-RING 1
23.602.37 n O-RING 1
29.1101.1 INLET ADAPTER 1
29.1607.3 TRIGGER PIN 1
29.1702.26 PLUG 1
29.208.131 GUN BODY 1

Part # Description Qty
29.507.10 TRIGGER CLIP 1
29.902.8 TRIGGER 1
20 n SPRING 1
22 n POPPET ASSY 1
23 n SEAT 1
26 n SEAL 1
8711.03 REPAIR KIT

n Parts Included in Repair Kit 8711.03

Revised 3-3-2022
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16

23n

23.1304.29

22n

23.602.36n

23.602.37n

29.1702.26

26n

20n

32

17
29.1607.3

29.507.10

33

23.1003.16

23.208.84

Part # Description Qty
23.1003.16 Spring 1
23.1304.29 Plunger 1
23.602.36 n O-Ring 1
23.602.37 n O-Ring 1
29.1607.3 Trigger Pin 1
29.1702.26 Plug 1
29.507.10 Trigger clip 1
16 Gun Body 1
17 Trigger 1

Part # Description Qty
20 n Spring 1
22 n Poppet Assy 1
23 n Seat 1
26 n Seal 1
32 Trigger Guard 1
33 Pin 1
8711.03 Repair Kit

n Parts Included in Repair Kit 8711.03

Maximum Flow 15.0 GPM / 57 lpm
Maximum Pressure 850 PSI / 58 bar

Revised 1-28-2022

Trigger Spray Gun
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34.1302.2
Maximum Flow 10.0 GPM / 38 lpm
Maximum Pressure 450 PSI / 30 bar
Inlet 1/2” FNPT

Revised 4-1-2020

High Performance Root Feeder

 
 
 

01-26.1502.45
INLET

SWIVEL

06-207P-8
1/2" FNPT

INLET
ADAPTOR

01-29.1702.26
PLUG

01-23.1304.29
PLUNGER

O-RING* SPRING*

POPPET ASSY*

O-RING*
SEAT*

SEAL*

01-23.208.84
TRIGGER VALVE

01-8711.03
TRIGGER VALVE

REPAIR KIT
*PARTS INCLUDED 

IN REPAIR KIT

01-34.1803.26
S.S. INJECTOR TIP
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144.203.11

144.208.88

144.208.101

1101.H6

167.1702.1

144.1501.9

Maximum Flow 10.0 GPM / 37..9 lpm
Maximum Pressure 1000 PSI / 68 bar
Inlet Ports (2) 3/4” FNPT
Outlet Ports (2) 3/4” FNPT
Flush Valve 1/2” BSP Male Ball Valve

Revised 3-11-2022

144.504.6
High Pressure, Self-Cleaning Filter

Part # Description Qty

1101.H6 O-RING 2

144.203.11 SCREEN - 30 MESH 1

144.208.88 FILTER BOWL 1

144.208.101 FILTER HEAD 1

144.1501.9 FLUSH VALVE - 1/2” BSP MALE 1

167.1702.1 GAUGE PORT PLUG - 1/4” MNPT 1

150



 

3244.40

3260.03 (16-Mesh)
3260.04 (32-Mesh)

1101.95

1101.E3

3224.20

3224.50

1101.95

Maximum Flow 10.0 GPM / 37.9 lpm
Maximum Pressure 220 PSI / 15 bar
Inlet Port 1” FNPT
Outlet Port 1” FNPT

Revised 3-11-2022

UD1
Polypropylene Inline Strainer

Part # Description Qty

1101.95 O-RING 2
1101.E3 O-RING 1
3224.20 BOWL 1
3224.50 NUT 1
3244.40 STRAINER HEAD, 1" 1
3260.03 SCREEN, 16-MESH 1
3260.04 SCREEN, 32-MESH 1

For Diaphragm Pumps, Use 16 Mesh Screens
 UD1-16

For Plunger Pumps, Use 32 Mesh Screens
 UD1-32
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3282.50 (1-1/4")
3282.60 (1-1/2")

3260.01 (16-Mesh)
3260.02 (32-Mesh)

1100.52

1100.90

3262.20

3262.50

1100.52

Maximum Flow 10.0 GPM / 37.9 lpm
Maximum Pressure 220 PSI / 15 bar
Inlet Port 1-1/4” or 1-1/2” FNPT
Outlet Port 1-1/4” or 1-1/2” FNPT

Revised 6-6-2023

UD-1-1/4 / UD-1-1/2
Polypropylene Inline Strainer

Part # Description Qty
1100.52 O-RING 2

1100.90 O-RING 1

3260.01 SCREEN, 16-MESH 1

3260.02 SCREEN, 32-MESH 1

3262.20 BOWL 1

3262.50 NUT 1

3282.50 STRAINER HEAD, 1-1/4" 1

3282.60 STRAINER HEAD, 1-1/2" 1

For Diaphragm Pumps, Use 16 Mesh Screens
 UD-1-1/4-16
 UD-1-1/2-16

For Plunger Pumps, Use 32 Mesh Screens
 UD-1-1/4-32
 UD-1-1/2-32
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7751.A9 & 7751.A1

Part # Description Qty
0501.02 Seal Retainer Flange 1
1202.02 Base Plate 1
1202.47 Base Plate with Notch 1
1403.09 Washer 2
1403.36 Washer 2

Part # Description Qty
1804.06 Hex Bolt 4
1804.07 Hex Bolt 2
1805.04 Allen Bolt 3
7750.31 3/4'' Solid Shaft 1
7751.A3 1'' Solid Shaft 1

Revised 3-1-2020

INSTALLATION INSTRUCTIONS

NOTE: USE BLUE THREADLOCKER OR EQUIVALENT ON ALL BOLTS.

1.  Attach the shaft to the pump crankshaft using the (3) allen bolts (1805.04).
2.  Bolt the NOTCHED base plate (1202.47) to the non-drive side of the pump with (2) hex bolts (1804.06).
3.  Position seal retainer flange (0501.02) onto pump mounting flange and install remaining base plate (1202.02) to pump using (2) hex 

bolts (1804.06). Install remaining (2) hex bolts (1804.06) and (2) washers (1403.09) into seal retainer flange.
4. Pump and base assembly must be secured and aligned properly to prevent movement.
5.  If 1’’ solid shaft kit (Part #7751.A1) is to be driven by a telescopic drive shaft, PTO safety shield must be installed to pump.
NOTE:  Adequate protection must be provided in guarding around ALL moving parts, including belts, shafts, pulleys, and drive couplers.

3/4” & 1” Male Solid Shaft Kits

050102

Pump
Mounting

Face

120247
180406

120202
180406
180504

7751A3/775031

140309
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7752.A2

Part # Description Qty
0106.13 Torque Arm Bracket 2
0230.02 Chain 2
0501.02 Seal Retainer Flange 1
0609.01 S-Hook 1
0901.20 Spring 1
0905.09 Female PTO Adapter 1
0910.01 Spring Clip 1
0910.02 Spring Clip 1

Part # Description Qty
1219.04 PTO Safety Shield 1
1403.10 Washer 2
1411.04 Lock Washer 1
1804.07 Hex Bolt 4
1804.56 Hex Bolt 1
1804.56 Hex Bolt 1
1805.04 Allen Bolt 3
1805.24 Bolt 2

Revised 4-6-2021

INSTALLATION INSTRUCTIONS

NOTE: USE BLUE THREADLOCKER OR EQUIVALENT ON ALL BOLTS.

1.  Attach the female PTO adapter (Ref #7450) to the pump crankshaft using the (3) Allen Bolts. (Ref #7900).
2.  Position seal retainer flange (Ref #7250) onto pump mounting face. Install (2) torque arm brackets (Ref #7030) onto seal retainer 

flange, as shown above, using the (4) hex bolts (Ref #7751) provided.
3.  Install PTO safety shield (Ref #7651) to torque arm brackets with the (2) hex bolts (Ref #5950) and (2) washers (Ref #1845) provided.
4.  Before installing pump onto PTO shaft, inspect PTO shaft for wear or damage. NEVER INSTALL THE PUMP ON A WORN OR DAM-

AGED PTO SHAFT.
5.  Slide pump assembly onto PTO shaft and install hex bolt (Ref #7752) and lock washer (Ref #1887).
 NOTE - There is an access hole in the PTO safety shield provided for this purpose.
6.  Secure chains to tractor with spring clips (Ref # 7500 & 7501) to prevent rotation during operation.
WARNING: To prevent serious injury, NEVER operate the pump without the spring clips securely fastened to the tractor
NOTE: To prevent serious injury, PTO drive pumps must NEVER be operated without PTO Safety Shield, (Ref # 7651) installed.

Female PTO Coupler

121904
141104
180456

090509
010613

060901
023002

091002

180504
140309
180409
010613

090120

023002

091001

050102

Pump
Mounting

Face

IOTA-17/20*, KAPPA-30/40/55
DELTA-75, ZETA-40/85
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7702.01

Part # Description Qty
0501.02 Seal Retainer Flange 1
1202.02 Base Plate 1
1202.47 Base Plate with Notch 1
1219.02 PTO Safety shield 1
1403.09 Washer 2

Part # Description Qty
1403.36 Washer 2
1804.06 Hex Bolt 4
1804.07 Hex Bolt 2
1805.04 Allen Bolt 3
7750.31 3/4'' Solid Shaft 1

Revised 3-1-2020

INSTALLATION INSTRUCTIONS

NOTE: USE BLUE THREADLOCKER OR EQUIVALENT ON ALL BOLTS.

1.  Attach the shaft to the pump crankshaft using the (3) allen bolts (1805.04).
2.  Bolt the NOTCHED base plate (1202.47) to the non-drive side of the pump with (2) hex bolts (1804.06).
3.  Position seal retainer flange (0501.02) onto pump mounting flange and install remaining base plate (1202.02) to pump using (2) hex 

bolts (1804.06).  Install PTO safety shield (1219.04) to face of seal retainer flange  install remaining (2) hex bolts (1804.06) and (2) 
washers (1403.09) into seal retainer flange.

4. Pump and base assembly must be secured and aligned properly to prevent movement.

NOTE:  Adequate protection must be provided in guarding around ALL moving parts, including belts, shafts, pulleys, and drive couplers.

1-3/8” Male PTO Shaft Kits

050102

Pump
Mounting

Face

120247
180406

120202
180406
180504
7753A6

140309
121904

155



TERMS & CONDITIONS
UDOR USA SALES POLICY

UDOR USA reserves the right to refuse to conduct business with any company that is not 
in good credit standing or that is not determined to be a qualified equipment manufacturer, 
wholesaler or distributor.

SHIPPING STOCK ORDERS
All orders will be shipped by UPS, FedEx, USPS and International we use DHL. For LTL truck 
orders all shipping is Prepaid and Add (PPA). Customer may specify LTL carrier on purchase 
order.

ORDER PROCEDURE
To place orders please submit your purchase orders to email (sales@udorusa.com) or fax 
(800-732-2670). For call in your orders or questions, please call us from 8 a.m. to 5 p.m. CST 
at 651-785-0666.

MINIMUM ORDER
Udor USA has a minimum order required amount of $25.00 USD, which may include Drop 
Ship Charge.

DROP SHIPS
Udor USA will drop ship directly to your customer for a $15.00 drop ship service fee per order.

OPEN CREDIT TERMS & CONDITIONS
Our standard term is Net 30 days. Once approved Udor USA will send an approval letter which 
specifies account number and credit limit.

FORMS OF PAYMENT
For approved Net 30 terms Udor USA will accept Checks, ACH, Wire, Credit Cards, Virtual CC 
payments and Cash. Credit Cards Udor USA accepts are Visa, Master Card, Discover Card 
and American Express. Special Processes and fees are required for Discover and American 
Express. If paid via Credit Card, there may be an additional 3% charge for processing fees.

PAST DUE INVOICES
Receiving open credit terms form Udor USA is a result of good faith and your ability to meet 
payment terms. Our system generates an invoice the day your product is shipped. Invoice(s) 
are considered past due 1 day after your specific terms that were agreed upon, unless other-
wise specified by Udor USA. Past due invoices can be subject to late fees and interest.

RETURNED CHECKS
Bank Returned Payments formerly known as NSF. Electronic or Paper
A $36.00 or current NSF charge the bank charges for returned checks (electronic or paper) 
will be added to your account. We will notify Accounts Payable Dept. to resolve payment issue.
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RETURN POLICY
1)  A Return Merchandise Authorization (RMA) number is required for all products being re-

turned for warranty evaluation, repair or credit. To obtain an RMA number, please contact 
UDOR USA customer service at 651-785-0666.

2)  All products returned for credit are subject to a minimum 10 percent restocking fee based 
on product evaluation.

3)  Flush pump to remove any and all chemicals. Drain all pump oil and gear lube.

4)  The RMA number must appear on the outside of all packages being returned.

5)  All RMA numbers will be valid for 60 days from date issued. If product is not received within 
60 days a new RMA number must be issued.

6)  Freight for return product is the responsibility of the customer; all products returned must 
be freight prepaid. Ship to: 

    UDOR USA / RETURNS
    500 Apollo Drive
    Lino Lakes, MN 55014

 Any collect shipments or any product returned without an RMA number will be refused and 
returned to sender.

7)  Any product being returned for warranty evaluation must not be disassembled. Disassem-
bly of the product will void any and all warranties.

8)  UDOR USA will repair or replace products qualified as defective upon inspection that are 
judged to be defective due to workmanship or material failure under UDOR USA limited 
product warranty.

9)  Customers requiring immediate product replacement for items submitted for warranty eval-
uation will be invoiced at current price. Limited product warranty will apply to all return 
products.

10)  Any product that has been left here past 60 days after contact from UDOR USA will become 
property of UDOR USA and will be properly disposed.

NOTE:
All pumps and accessories being returned to UDOR USA for repair or warranty evaluation must 
be flushed of any and all chemicals. This also pertains to crankcases that have contaminated oil. 
Any pump received that has not been properly flushed will be immediately returned to sender 
freight collect. This policy has been put into place to protect our personnel from possible expo-
sure to hazardous or unknown substances.
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PRODUCT WARRANTY
In the course of marketing or servicing the customer or potential customer’s needs, UDOR USA will use its best judgment in its product 
recommendations. However, the ultimate responsibility for product application decisions shall rest with the customer. The sole and only 
warranty made by UDOR USA is the limited warranty described below.

LIMITED PRODUCT WARRANTY
UDOR Diaphragm Pumps and Gamma Series Plunger

Pumps & Accessories

UDOR Diaphragm Pumps and GAMMA Series Plunger Pumps are warranted by the manufacturer to the original purchaser to be free 
from defects in materials and workmanship under normal use and service for a period of one (1) year.

UDOR Accessories are warranted to be free from defects in materials and workmanship under normal use and service for a period of 
ninety (90) days.

“Normal use and service” is defined as applications not in excess of recommended maximum speeds, pressures, temperatures or 
vacuums, only handling fluids which are compatible with pump or accessory materials and maintaining proper oil change intervals.

“Proper oil change intervals” for Plunger Pumps is changing PUMP OIL after the first 50 hour break-in period, and after every 500 
hours of use thereafter using UDOR LUBE Premium Pump Oil and UDOR USA original equipment parts.

“Proper oil change intervals” for Diaphragm Pumps is changing pump oil and diaphragms at the end of the spraying season or after 
500 hours of use, whichever comes first using UDOR LUBE Premium Pump Oil and UDOR USA original equipment parts.

This Warranty DOES NOT APPLY to freight damage, damage due to freezing, running pump dry (plunger pumps only) or improper 
lubrication of crankcase, normal wear of moving parts, damage due to misuse or misapplication, defects caused by the fault or negligence 
of the buyer or third party, or damage due to use of parts or accessories not obtained from or approved by UDOR USA.

This Warranty also does not apply to any pump or accessory which has been altered or modified to affect its performance or reliability or 
any pump or accessory that has been returned disassembled.

This Warranty excludes “normal wear items” such as elastomers, diaphragms, seals and valves.

All pumps and accessories being returned to UDOR USA for repair or warranty evaluation must be flushed of any and all chemicals. 
This also pertains to crankcases that have contaminated oil. Any pump received that has not been properly flushed will be immediately 
returned to sender freight collect. This policy has been put into place to protect our personnel from possible exposure to hazardous or 
unknown substances.

All warranty evaluation returns must be accompanied by the original purchase invoice and a RMA number. If invoice is not included, 
UDOR USA will determine warranty by manufacturer’s serial number and date of manufacture on the pump label. Any collect shipments 
or any product returned without a RMA number will be refused and returned to sender.

UDOR USA’s obligation under this warranty is limited to repair or replacement of product in question, at UDOR’s option, upon return of the 
product, freight prepaid, to UDOR USA. UDOR USA agrees to be responsible for return shipping costs ONLY on any approved warranty 
repair or replacement product via ground transportation ONLY. This warranty is in lieu of all other warranties expressed or implied, 
including any warranty of merchantability and any warranty of fitness for a particular purpose.

IN NO EVENT SHALL UDOR USA BE LIABLE FOR ANY INCIDENTAL OR CONSEQUENTIAL DAMAGES OR EXPENSES OF ANY 
KIND. This includes lost income, travel time and expenses, lodging expenses, labor expenses, down time, shipping costs and 
any other INCIDENTAL or CONSEQUENTIAL damages or expenses.

The only and total liability of UDOR USA under this limited warranty or in any claim regarding or involving UDOR USA is expressly limited 
to the repair, replacement or purchase price of the product.

WARNING!: DO NOT PUMP OR FLUSH PUMP WITH ANY FLAMMABLE, EXPLOSIVE, CAUSTIC OR
CORROSIVE FLUIDS. 

DO NOT USE ANY OF THESE PRODUCTS IN AN EXPLOSIVE ATMOSPHERE.

FAILURE TO FOLLOW THIS WARNING CAN RESULT IN PERSONAL INJURY OR PROPERTY DAMAGE
AND WILL VOID ANY AND ALL WARRANTIES.

This Warranty supersedes any and all previous Warranties.
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APPENDIX III 
 

Declaration of Conformity 



 

 



 

EU Declaration of Conformity 
 

 

 

 

Tronair, Inc. Phone: (419) 866-6301 | 800-426-6301 

1 Air Cargo Pkwy East Web: www.tronair.com 
Swanton, OH 43558 Email: sales@tronair.com 

 
 
 
 
 
 
 
 
 
Model Number(s) 09-6200-0010, 09-6200-0011, 09-6200-0014, 09-6200-0016 
 
Product Type/Name: Deicing Unit 
 
Serial Number(s): Enter serial number(s) 
 
 
 
Declaration: Tronair has assessed the equipment described above against the Essential Health and Safety 

Requirements of one or more Directives. Based on this assessment, the equipment described above 
is deemed to comply with the directive(s) listed below. 

 
This declaration of conformity is issued under the sole responsibility of the manufacturer. 

 
 
 
Directives: European Machinery Directive 2006/42/EC 
 
 
 
Markings:  
 
 
 
The technical documentation for the machinery is available from: 

 Mr. Joel Nunn 
 34 Epirus Road, SW6 7UH, London, UK 
 Email: jnunn@tronair.com 
 
Location of Issue: Tronair, 1 Air Cargo Parkway East, Swanton, OH 43558 
 
Certificate: EU_DoC_09-6200-0010, 09-6200-0011, 09-6200-0014, 09-6200-0016 
 
 
 
Identification of person empowered to sign on behalf of the Manufacturer: 
 
 
 
 Enter a date 

Quality Assurance Representative Date 
 
 

mailto:jnunn@tronair.com

