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92-0552-90XX – Battery Charger 
 
This product can not be modified without the written approval of Tronair, Inc. Any modifications done without written approval 
voids all warranties and releases Tronair, Inc., its suppliers, distributors, employees, or financial institutions from any liability 
from consequences that may occur. Only Tronair OEM replacement parts shall be used. 
 
 
1.0 BATTERY CHARGER CARE AND SAFETY RULES 

While in use, locate the charger in open area for air circulation. Do not charge a frozen battery. Thaw battery completely. 
 

WARNING! 

 Gas mixture from a charging battery can be explosive 
 Check water level in battery, refill as necessary. 
 Do not turn charger on before connecting battery. 

 
2.0 CHARGING BATTERIES 

1. Connect the positive (+) Red clamp to positive (+) ungrounded battery post (not connected to unit frame) and connect the 
negative (-) Blue clamp to frame away from battery. 

2. Plug charger into outlet and turn charger on. (92-0552-9000: 120V/60Hz, 92-0552-9001: 220V/50Hz) 
3. Turn to 6, 12, or 24 volts; place selector switch to rate desired. (Timer operates the fast charge and boost only.) 
4. To boost, turn timer to fast and boost side and turn charger on. Do not boost for more than 10 to 15 seconds. 
5. Do not smoke, strike a match, or cause a spark in vicinity of battery during charging. 
6. Do not overcharge battery, check periodically during charging. A Hydrometer check on each cell should be between 1.250 

and 1.285 for a fully charged battery. 
7. Battery Charger should be located 24 inches above floor while charging. 
8. All clamps and connections should be tight and clean. 
9. Connect and disconnect charger leads only when power supply cord is disconnected or charger switches are off. 
10. Do not expose to rain. 
11. Replace defective cords and wires immediately. 
12. Do not leave charging overnight over 5 amperes and use on slow charge only. 

 

NOTE:  All models are equipped with automatic circuit breakers to protect against shorts and overloads. The circuit 
breaker will trip open, if the charging rate is higher than the full rate capacity of the charger and will reset 
automatically after cooling off. If this tripping continues, it is recommended using the medium charge setting. For 
boosting, it is recommended to charge the battery for 5 to 10 minutes before boosting for safety and better results. 
The charger is set to boost for about 15 seconds; the circuit breaker will trip open if excess boosting is applied and 
will reset after cooling off. When boosting and/or charging, plug the charger cord directly into a good wall outlet. If an 
extension cord is needed, use a heavy duty extension (12 to 14 gauge wire) and about 10 to 12 feet long. Thus, 
eliminated the power in the extension cord, you get better boosting and charging. 
 
2.0 MANUFACTURER 

TRONAIR, Inc. Telephone: (419) 866-6301 or 800-426-6301 
1 Air Cargo Pkwy East Fax: (419) 867-0634 
Swanton, Ohio  43558 USA E-mail: sales@tronair.com 
 Website: www.tronair.com 
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3.0 GUARANTEES/LIMITATION OF LIABILITY 

Tronair products are warranted to be free of manufacturing or material defects for a period of one year after shipment to the 
original customer. This is solely limited to the repair or replacement of defective components. This warranty does not cover the 
following items: 
a) Parts required for normal maintenance 
b) Parts covered by a component manufacturers warranty 
c) Replacement parts have a 90-day warranty from date of shipment 
If you have a problem that may require service, contact Tronair immediately. Do not attempt to repair or disassemble a product 
without first contacting Tronair, any action may affect warranty coverage. When you contact Tronair be prepared to provide the 
following information: 
a) Product Model Number 
b) Product Serial Number 
c) Description of the problem 
If warranty coverage is approved, either replacement parts will be sent or the product will have to be returned to Tronair for 
repairs. If the product is to be returned, a Return Material Authorization (RMA) number will be issued for reference purposes 
on any shipping documents. Failure to obtain a RMA in advance of returning an item will result in a service fee. A decision on 
the extent of warranty coverage on returned products is reserved pending inspection at Tronair. Any shipments to Tronair must 
be shipped freight prepaid. Freight costs on shipments to customers will be paid by Tronair on any warranty claims only. Any 
unauthorized modification of the Tronair products or use of the Tronair products in violation of cautions and warnings in any 
manual (including updates) or safety bulletins published or delivered by Tronair will immediately void any warranty, express or 
implied. 
 
The obligations of Tronair expressly stated herein are in lieu of all other warranties or conditions expressed or implied. Any 
unauthorized modification of the Tronair products or use of the Tronair products in violations of cautions and 
warnings in any manual (including updates) or safety bulletins published or delivered by Tronair will immediately 
void any warranty, express or implied and Tronair disclaims any and all liability for injury (WITHOUT LIMITATION and 
including DEATH), loss or damage arising from or relating to such misuse. 
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Battery Charger Diagram 

Item Description 

1 AC Lead Assembly 

2 Battery Selector Switch 

3 Circuit Breaker 

4 Rate Selector Switch 

5 Timer 

6 Transformer 

7 Power Diode Assembly 

8 Signal Diodes 

9 Ammeter 

10 Charging Clamps 

12 Polarity Light 

 


